From kd5byb at kd5byb.net Fri Jan 2 15:38:44 2015 

From: kd5byb at kd5byb.net (Ben Hall) 

Date: Fri, 02 Jan 2015 14:38:44 -0600 

Subject: [BoatAnchors] Identification of unknown interface box. 
Message-ID: <54A701D4.5050709@kd5byb.net> 


Good afternoon all, 

Some time ago I bought a "grab-box" filled with various BA-related parts. 
In with these BA parts was what looks to be some sort of interface box 
for a telephone system. Multiple google searches were fruitless...other 
than confirming that Automatic Electric did made telephones and 
telephone equipment but had no information on anything similar. The 
"guts" seem to be potted, so taking it apart probably won't tell me much. 
Photos: 

<http: //www.kd5byb.net/whatisit/what_is_it1.jpg> 

<http: //www.kd5byb.net/whatisit/what_is_it2.jpg> 


Anyone recognize it and can tell me what it is for? Anyone need it for 
something? 


thanks much and 73, 
ben, kd5byb 


From wbQeq at yahoo.com Fri Jan 2 20:47:33 2015 

From: wbQeq at yahoo.com (John Sehring) 

Date: Sat, 3 Jan 2015 01:47:33 +0000 (UTC) 

Subject: [BoatAnchors] Neon bulbs as voltage regulators 

Message-ID: 

<1587657462 . 3839035 .1420249653049. JavaMail. yahoo@jws10688.mail.b£1.yahoo.com> 


URL got left out of my msg: 


http://www. radiomuseum.org/r/lavoie_oscilloscope_la_265_ala26.html 


Scroll down to Fig. 4 & thereabouts. 


--John Sehring VE6EQR-WBOEQ nr Calgary, Alberta, Canada 


From ranickel at comcast.net Sat Jan 3 14:55:55 2015 
From: ranickel at comcast.net (Robert Nickels) 


Date: Sat, 03 Jan 2015 13:55:55 -0600 
Subject: [BoatAnchors] Springfield - Vanguard quest 
Message-ID: <54A8494B .1050408@comcast.net> 


Happy New Year to all! 


I'd just like to refresh my request for any information related to the 
company that started as "Springfield Enterprises" in the mid-50s, and 
later became known as Vanguard Electronic Labs, Hollis NY. You may 
remember their small ads in the back of electronics magazines, offering 
6 and 2 meter walkie-talkie kits, tube and transistorized RF modules and 
converters, and in later years, a TV camera. I'm very interested in 
any information about the company or it's principal, including product 
brochures or literature. 


Thanks and 73, 
Bob WIRAN 


From johnmb at nc.rr.com Sat Jan 3 15:42:29 2015 

From: johnmb at nc.rr.com (john) 

Date: Sat, 03 Jan 2015 15:42:29 -0500 

Subject: [BoatAnchors] Springfield - Vanguard quest 

In-Reply-To: <54A8494B.1050408@comcast.net> 

References: <54A8494B.1050408@comcast.net> 

Message-ID: <6.2.1.2.2.20150103154101 .0307b370@pop-server.nc.rr.com> 


Hi Bob 


I can't contribute to the history, but I have a 2m XCVR ( solid state) that 
I believe was one of their kits... I can send photo if interested 


73 es HNY 
John K5MO 


At 02:55 PM 1/3/2015, Robert Nickels via BoatAnchors wrote: 

>Happy New Year to all! 

> 

>I'd just like to refresh my request for any information related to the 
>company that started as "Springfield Enterprises" in the mid-50s, and 
>later became known as Vanguard Electronic Labs, Hollis NY. 


This email is free from viruses and malware because avast! Antivirus protection is 
active. 
http: //www.avast.com 


From garygarlic at earthlink.net Sun Jan 4 16:49:55 2015 
From: garygarlic at earthlink.net (Gary Woods) 

Date: Sun, 04 Jan 2015 16:49:55 -0500 

Subject: [BoatAnchors] A crystalline puzzlement 
Message-ID: <6pcjaallon3t0a5tdas3erkvphahkmmvur@4ax.com> 


First of all, if "Phasotron" means anything, we're probably going in the 
right direction. 

I've been cleaning out my parts stock, consisting of a dozen or so 
Akro-Mills boxes with various sized drawers, and discarding things like 
mechanical parts for long-obsolete consumer VCRs. Heck, nobody even wanted 
a Sony BVU-type lower drum, so... 

Anyway, I found a G.E. crystal oven, but not the 2-way ones (I've got some 
of them too), but a perhaps 3 inches tall, chromed case, octal "General 
Electric Crystal Thermocell," marked for 101.5625Kc! From my misspent 
youth, I suspect it was used in an FM broadcast rig, but I have no idea 
what the multiplication factor was. 

The rest of the identifying marks: 

CAT. 32C4016-770 (the -770 stamped, as it the frequency) 

Crystal Specification 7484711-6 (again, the numbers stamped; the rest 
pre-printed) 

N.P. 196571 Made in USA 

and vertically, bottom to top, on the right side of the label, stamped 2526 


Any thoughts? Not sure where it came from; possibly from the estate of an 
old AM, then TV engineer. 


Thanks, 


Gary Woods AKA K2AHC- PGP key on request, or at home.earthlink.net/~garygarlic 
Zone 5/4 in upstate New York, 1420' elevation. NY WO G 


From artleb at earthlink.net Sun Jan 4 17:18:12 2015 
From: artleb at earthlink.net (Art Lebexrmann) 

Date: Sun, 4 Jan 2015 14:18:12 -0800 (GMT-08:00) 

Subject: [BoatAnchors] A crystalline puzzlement 
Message-ID: <8301383.1420409892423. JavaMail .root@elwamui- 
darkeyed.atl.sa.earthlink.net> 


Gary... 


That's "Phasitron" - and yes, your crystal unit was probably used in a GE FM 
broadcast exciter. These exciters date to the late 1940's. For further info 


check the "Phasitron Web Page", at www.w9gr.com/phasitron.html 
The crystal oscillators in these exciters operated around 100 KHz. 


Art Lebermann 

Transmitter Engineer 

Cumulus Media - San Francisco 
W6REQ 


aS ss Original Message----- 

>From: Gary Woods via BoatAnchors <boatanchors at theporch.com> 

>Sent: Jan 4, 2015 1:49 PM 

>To: boatanchors at theporch.com 

>Subject: [BoatAnchors] A crystalline puzzlement 

> 

>First of all, if "Phasotron" means anything, we're probably going in the 
>right direction. 

>I've been cleaning out my parts stock, consisting of a dozen or so 
>Akro-Mills boxes with various sized drawers, and discarding things like 
>mechanical parts for long-obsolete consumer VCRs. Heck, nobody even wanted 
>a Sony BVU-type lower drum, so... 

>Anyway, I found a G.E. crystal oven, but not the 2-way ones (I've got some 
>of them too), but a perhaps 3 inches tall, chromed case, octal "General 
>Electric Crystal Thermocell," marked for 101.5625Kc! From my misspent 
>youth, I suspect it was used in an FM broadcast rig, but I have no idea 
>what the multiplication factor was. 

>The rest of the identifying marks: 

>CAT. 32C4016-770 (the -770 stamped, as it the frequency) 

>Crystal Specification 7484711-6 (again, the numbers stamped; the rest 
>pre-printed) 

>N.P. 196571 Made in USA 

>and vertically, bottom to top, on the right side of the label, stamped 2526 
> 

>Any thoughts? Not sure where it came from; possibly from the estate of an 
>old AM, then TV engineer. 

> 

>Thanks, 

> 

Sct 

>Gary Woods AKA K2AHC- PGP key on request, or at home.earthlink.net/~garygarlic 
>Zone 5/4 in upstate New York, 1420' elevation. NY WO G 

>BoatAnchors mailing list 

>BoatAnchors at theporch.com 
>https://minime.theporch.com/mailman/listinfo/boatanchors 


From wbQeq at yahoo.com Mon Jan 5 19:20:36 2015 

From: wbQeq at yahoo.com (John Sehring) 

Date: Tue, 6 Jan 2015 00:20:36 +0000 (UTC) 

Subject: [BoatAnchors] AM detector distortions 

Message-ID: 

<211022481 . 5000385 .1420503636134. JavaMail. yahoo@jws10624.mail.bf1.yahoo.com> 


From: Al Klase <ark at ar88.net> 

To: rca at mailman.qth.net 

Subject: [RCA] Sync. detection - was CR88 distortion 
measurements......... 


Gang, 


The way to lower distortion on AM is to use a product detector. They are 
inherently linear. However, for best results, the local oscillator has 
to be in phase with the AM carrier. There are two basic way of doing this: 


1) Phase lock the LO to the incoming carrier. This is generally know as 
synchronous detection. There are some problems, like what happens when 
you tune around, or experience a deep fade. 


2) Filter out and hard limit the incoming carrier and apply it as the LO 
to the product detector. This is know as exalted-carrier detection. 


Detailed article on AM detection here: 
http: //www.arrl.org/files/file/Technology/tis/info/pdf/9209qex009. pdf 


Outboard detector using obtainable IC's that does both tricks here: 
http://www. robkalmeijer.nl/techniek/electronica/radiotechniek/hambladen/qst/ 
1993/07/page28/ 


K6STI's web pages have info on reducing AM detector distortion, albeit a bit 
indirectly, by improving AM detector modulation acceptance (this is analagous to 
improving an FM detector's deviation acceptance). 


Also, getting rid of AM modulation on the rx's AVC bus--your S-meter should NOT 
vary with AM signal modulation. Nice slow AGC release time constant ought to take 
care of that. 


http://www. ham-radio.com/k6sti/index. html 


Check, out: 


Improving Modulation Acceptance 
Updating the Automatic Noise Limiter (can be designed to reduce resulting signal 
distortion) 


Minimizing Selective Fading Distortion (we've talked about that here--fast attach/ 
slow decay AGC to tame badly-fading recovered audio) 


(BTW K6STI authored many pieces of superior software for ham & professional use. 
E.g. Yagi Optimizer, Antenna Optimizer, Terrain Analyzer, etc. The optimizer 
function of this s/w I find most intriguing--that's not trivial to do. He became 
disillusioned after his s/w was repeatedly hacked & appears to have pretty much 
stopped selling it. Sad, I'd love to buy them. 


--John Sehring VE6EQR-WBOEQ nr Calgary, Alberta, Canada 


From wbQeq at yahoo.com Mon Jan 5 19:47:20 2015 

From: wbQeq at yahoo.com (John Sehring) 

Date: Tue, 6 Jan 2015 00:47:20 +0000 (UTC) 

Subject: [BoatAnchors] Panadaptors 

Message-ID: 

<1928171601. 4973802 .1420505240323 .JavaMail . yahoo@jws10696.mail.b£1.yahoo.com> 


For those panadaptor fans out there...no, it's not television: 


http: //www.navy-radio.com/rcevr-pan. htm 


In the early 1980's, I purchased a WWII-era (all octal tubes) Panoramic Co.-built 
panadaptor from a ham radio store somewhere in the Philadelphia area. It was 
compact (about 12" wide), 3" CRT, ps built in, 455 kHz input frequency, of 
civilian color (Panoramic Corp. green), down conversion inside to about 262 kHz to 
get sharper resolution. Still no great shakes, rez of about 1 kHz. 


Restoration was difficult for me as there was no "readable" paper work with it. 
By not readable I mean that the manual for it had been done on a mimeograph 
machine--remember those purple texts? As a kid in school, I loved the aroma of 
the fluid used to print them. 


Well I guess they do fade away and this one did. 


In particular I could never get the alignment correct. A certain bandpass shape 
is needed to compensate for the bandpass shape of the 1st mixer of the radio it's 
attached to, a deep saddleback, an inverse of the connected-to radio. These are 
over-coupled circuits & so you can't just peak align ‘em. To do it right, you 
must either 1) sweep ‘em or 2) temporarily convert them to critically coupled 
circuits for alignment. (BTW, old all-tube Progress Line G.E. 2-way FM radios did 


it the #2 way. You simply tacked a few R's & C's into the IF's.) 


I chalked up my unluck to lack of alignment data & sold set soon after. 


My friend VE6XI recently told me he had same issue with other Panoramic Corp. 
units just like mine. He had complete alignment data & is exceedlingly skilled 
at equipment restoration (well known on the web), so . 


We're not sure what happens to these units. I've looked at the schematic of an 
RBV-1 (from the above link) for reference. Some kind of aging of components in 
the bandpass-shaping IF cans? Very odd sweeps? 


FEEFHEEFEFHEEFEAFET HEAP ET 


PS I now have a Singer SSB-50A panoramic unit. Is almost all solid state, freq 
range 10 kHz (that's right, kHz) to 30 MHz, resolution of 10 Hz (that's right, ten 
Hz), occupies two 19" rack mounts, each 6" high, 5" orange (long-persistence) CRT 
in display unit Is not but sure looks like MIL-spec designed & built. Made for 
assessing linearity of SSB exciters & amplifiers so has pair of vy low distortion 
AF oscillators for doing 2-tone SSB testing. I have full original factory paper 
on it. 


Yes, it works exceedingly well, being for MIL use. But there are USB plug-in 
sticks for PCXs which do same (or more) for a few hundred bucks. And of course 
SDR radios so spectrum analysis with waterfall display. 


Sensitive enough to connect directly to an antenna. As the kids used to say, 
"kewl". 


--John Sehring VE6EQR-WBOEQ nr Calgary, Alberta, Canada 


From wbQeq at yahoo.com Mon Jan 5 21:49:11 2015 

From: wbQeq at yahoo.com (John Sehring) 

Date: Tue, 6 Jan 2015 02:49:11 +0000 (UTC) 

Subject: [BoatAnchors] Phantastron 

Message-ID: 

<1748388600 . 5029613 .1420512551932. JavaMail. yahoo@jws10680.mail.bf1.yahoo.com> 


The phantastron circuit originally developed during WWII, used in radar apps, 
invention may have been from England or US. 


Use to produce a very linear ramp voltage, needed 2 tubes. Did much better than R 
charging a C. 


Commercial app in HP's first frequency counter, the 521. 


--John Sehring VE6EQR-WBOEQ nr Calgary, Alberta, Canada 


From artleb at earthlink.net Tue Jan 6 02:35:09 2015 
From: artleb at earthlink.net (Art Lebexmann) 

Date: Mon, 5 Jan 2015 23:35:09 -0800 (GMT-08:00) 
Subject: [BoatAnchors] Phantastron 

Message-ID: <900955.1420529709959. JavaMail. root@mswamui- 
cedar.atl.sa.earthlink.net> 


But not the same as the "Phasitron" - a very interesting tube developed by GE, for 
use in FM broadcast exciters. 


ART - W6REQ 


Po5ee Original Message----- 

>From: John Sehring via BoatAnchors <boatanchors at theporch.com> 

>Sent: Jan 5, 2015 6:49 PM 

>To: Boatanchors List <boatanchors at theporch.com> 

>Subject: [BoatAnchors] Phantastron 

> 

>The phantastron circuit originally developed during WWII, used in radar apps, 
invention may have been from England or US. 

> 

>Use to produce a very linear ramp voltage, needed 2 tubes. Did much better than 
R charging a C. 

> 

> 

>Commercial app in HP's first frequency counter, the 521. 

> 

> 

>--John Sehring VE6EQR-WBOEQ nr Calgary, Alberta, Canada 

>BoatAnchors mailing list = = 

>BoatAnchors at theporch.com 
>https://minime.theporch.com/mailman/listinfo/boatanchors 


From garygarlic at earthlink.net Tue Jan 6 13:01:47 2015 

From: garygarlic at earthlink.net (Gary Woods) 

Date: Tue, 06 Jan 2015 13:01:47 -0500 

Subject: [BoatAnchors] Phantastron 

In-Reply-To: 

<1748388600 . 5029613 .1420512551932. JavaMail. yahoo@jws10680.mail.bf1.yahoo.com> 
References: 

<1748388600 . 5029613 .1420512551932. JavaMail. yahoo@jws10680.mail.b£1.yahoo.com> 
Message-ID: <8d80aada8k9cviug8ju5tbn34te0aemn46@4ax. com> 


On Tue, 6 Jan 2015 02:49:11 +0000 (UTC), you wrote: 


>The phantastron circuit originally developed during WWII, used in radar apps, 
invention may have been from England or US. 


I seem to recall a phantastron delay in the TACAN set I dealt with in early 
sixties. Used a lot of submini wired in "peanut tubes." Used to measure the 
delay of replies to the airborne interrogation pulses to determine range. 

I think the range portion is still used in the modern VORTAC beacons. 


The phasotron and other weird schemes were killed off when some smart 
feller said "Hey, why don't we just make a PLL on the broadcast frequency, 
stick the modulation on top of the lock line, and call it ‘direct FM?' " 


Gary Woods AKA K2AHC- PGP key on request, or at home.earthlink.net/~garygarlic 
Zone 5/4 in upstate New York, 1420' elevation. NY WO G 


From arc5 at ix.netcom.com Fri Jan 9 15:03:33 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Fri, 9 Jan 2015 14:03:33 -0600 

Subject: [BoatAnchors] Eico 720- 40 Meter Parasitic 
Message-ID: <QE82F3B8327D40EE8D85D0A8FF63DF8A@DaddyPC> 


Working on an old Eico 720 "novice" transmitter for a 
friend and it's got me pulling what's left of my hair out. 
It has a parasitic oscillation in the Buffer (6AQ5) only 
on 40 meters. Works OK on other bands. 

With the rig in "TUNE" and key-up, no xtal, the stage 
oscillates in the high 6 MHZ area. Tuneable by watching 
the grid current meter for freq and amplitude 

with the GRID TUNING control. GRID DRIVE, 

which adjust the screen voltage on the stage, 

controls amplitude. PA Plate circuit has no 

effect on the oscillation. 

I've subbed across all the bypasses. 


Resistance to ground in the stage is normal. 


Has anyone seen this in an Eico 720? 


From gumbear at pacbell.net Fri Jan 9 16:16:05 2015 
From: gumbear at pacbell.net (Arden Allen) 

Date: Fri, 9 Jan 2015 13:16:05 -0800 

Subject: [BoatAnchors] Eico 720- 40 Meter Parasitic 
In-Reply-To: <QE82F3B8327D40EE8D85D0A8FF63DF8A@DaddyPC> 
References: <QE82F3B8327D40EE8D85D0A8FF63DF8A@DaddyPC> 
Message-ID: <E305178DFFCB4CA3BCA320320408372A@KB6NAX> 


> ....Working on an old Eico 720 "novice" transmitter for a 
friend and it's got me pulling what's left of my hair out. 
It has a parasitic oscillation in the Buffer (6AQ5) only 
on 40 meters. Works OK on other bands. 

With the rig in "TUNE" and key-up, no xtal, the stage 
oscillates in the high 6 MHZ area. Tuneable by watching 
the grid current meter for freq and amplitude 

with the GRID TUNING control. GRID DRIVE, 

which adjust the screen voltage on the stage, 

controls amplitude. PA Plate circuit has no 

effect on the oscillation. 

I've subbed across all the bypasses. 

Resistance to ground in the stage is normal. 


Dave, you don't have a parasitic oscillation. You have plate-grid feedback 
oscillation because the oscillation frequency is near the operating 
frequency. A parasitic oscillation would be in the VHF range because of 
parasitic resonances due to lead inductances and stray capacitances 
associated with wiring and components. In the 720 on 40 meters the 6AQ5 is 
a buffer, meaning the grid and plate frequencies are the same. That opens 
the possibility for instability if the stage is not essentially neutralized. 
i.e., negative feedback cancels the positive feedback necessary to prevent 
oscillation. The 6AQ5 is a 6V6GT squished into a 7 pin miniature bottle. 

It wasn't designed to be an RF amplifier, the internal wiring is not 
controlled well to limit grid-plate capacitance or lead inductance. 
Different makes will fair differently in that regard. The buffer stage 
would be better served utilizing a TV video output amplifier tube because 
they are better controlled for operation up to 10 MHz or so with less 
grid-plate capacitance. In any case though the layout and ground return 
wiring of the stage must be arranged to reduce feedback susceptibility sans 
neutralization circuitry. Comparing the 6GK6 video power amp to the 6AQ5 
grid-plate capacitance specs the 6GK6 has less than half the capacitance. 
That may be all that is needed to run free of oscillation on 40 meters. But 
first try a few other 6AQ5's to see what gives. 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From arc5 at ix.netcom.com Sat Jan 10 09:42:42 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 10 Jan 2015 08:42:42 -0600 

Subject: [BoatAnchors] Mackay Marine Mystery 
Message-ID: <160E592371AD4B9B9F2847E3276D1AAF@DaddyPC> 


Here's a mystery for you "big Navy receiver" fans: 


Walked into a "militaria" shop yesterday and walked-out with 
my first Mackay Marine, a 128AW longwave receiver in 
very nice shape and for a good price. 
So here's the mystery: 
Why does a "Liberty Ship" radio 
have Army Signal Corps inspection stamps? 


From arc5 at ix.netcom.com Sun Jan 11 13:34:26 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sun, 11 Jan 2015 12:34:26 -0600 

Subject: [BoatAnchors] [3890_AM] Mackay Marine Mystery 
In-Reply-To: <160E592371AD4B9B9F2847E3276D1AAF@DaddyPC> 
References: <160E592371AD4B9B9F2847E3276D1AAF@DaddyPC> 
Message-ID: <8BF67BDEQD9B45D9BEDAB746072E806B@DaddyPC> 


Thank you to everyone for the Mackay tips, 

with an especial big "THANKS!" to W7EKB 

for posting the service manual. 

http: //www.w7ekb.com/glowbugs/Military/mackay.htm 
73 Dave AB5S 


From thompson at mindspring.com Sun Jan 11 21:09:35 2015 
From: thompson at mindspring.com (Dave Thompson) 

Date: Sun, 11 Jan 2015 21:09:35 -0500 (GMT-05:00) 
Subject: [BoatAnchors] Old junk 


Message-ID: <6652856.1421028576162. JavaMail .root@elwamui- 
darkeyed.atl.sa.earthlink.net> 


I have a bunch of stuff in my basement and need advice on what to get rid of as I 
clean out the stuff. 


I have old capacitors, resisters, tubes and the like. I suspect except for 
transmitting micas the capacitors are junk as are most of the resisters which as 
at least 50 years old. I also have tubes most of which test OK but I suspect the 
old transmitting tubes (4-125's, 4-400's, Penta's and the like being 40+ years old 
need to be thrown out. 


I will be cleaning out the stuff as soon as it warms up (say in late February) and 
will have a Saturday when those close enough to Norcross/Peachtree Corners 
(Georgia) can help themselves. I will include old magazines and some stuff that 
is useful to restorers. 


I just need expert advice on what to keep and what to toss. 


73 Dave K4I3RB 


From arc5 at ix.netcom.com Sun Jan 11 21:27:51 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sun, 11 Jan 2015 20:27:51 -0600 

Subject: [BoatAnchors] Eico 720 Fixed and Flying. 
Message-ID: <220541FD8C2D416E870707BE92674342@DaddyPC> 


The Eico 720 transmitter is rocking. 
Many thanks to those who contributed ideas. 
There were several issues: 


Hi-Z grounds (hardware loosen-tighten). 

Other loose mechanical (feed-thru insulators). 
Crummy bandswitch crud. 

Loose bandswitch contact- soldered to eyelet. 

Bad bypass cap. 

Bad solder joints. 

Rogue oscillation in buffer- cured by neutralizing with 
a small "gimmick" capacitor between the buffer grid 
and the bottom of the buffer tank/PA grid. 

Sluggish oscillator and lack of drive, which 

was a 22K Osc. screen resistor measuring 2 Megs. 

And last- Grid Tuning knob mounted upside-down. :-D 


Rig is now singing sweetly. 
Thanks again! 


73 OM DE Dave AB5S 


From wb3fau55 at neo.rr.com Mon Jan 12 04:54:39 2015 

From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 

Date: Mon, 12 Jan 2015 4:54:39 -0500 

Subject: [BoatAnchors] Old junk 

In-Reply-To: <6652856.1421028576162. JavaMail. root@elwamui- 
darkeyed.atl.sa.earthlink.net> 

Message-ID: <20150112095440.RIX29.282117. root@cdptpa-web02> 


Fill me up a box of those tubes Dave, I will pay shipping and your effort. 
Russ. 

---- Dave Thompson via BoatAnchors <boatanchors at theporch.com> wrote: 

> 

> I have a bunch of stuff in my basement and need advice on what to get rid of as 
I clean out the stuff. 

> 

> I have old capacitors, resisters, tubes and the like. I suspect except for 
transmitting micas the capacitors are junk as are most of the resisters which as 
at least 50 years old. I also have tubes most of which test OK but I suspect the 
old transmitting tubes (4-125's, 4-400's, Penta's and the like being 40+ years old 
need to be thrown out. 

> 

> I will be cleaning out the stuff as soon as it warms up (say in late February) 
and will have a Saturday when those close enough to Norcross/Peachtree Corners 
(Georgia) can help themselves. I will include old magazines and some stuff that 
is useful to restorers. 


I just need expert advice on what to keep and what to toss. 


73 Dave K4JRB 

BoatAnchors mailing list = = | 
BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 


VV VV VV VV 


From hbreuer at debitel.net Mon Jan 12 06:15:40 2015 

From: hbreuer at debitel.net (Heinz Breuer) 

Date: Mon, 12 Jan 2015 12:15:40 +0100 

Subject: [BoatAnchors] Old junk 

In-Reply-To: <20150112095440.RIX29.282117.root@cdptpa-web02> 
References: <20150112095440.RIX29.282117.root@cdptpa-web02> 
Message-ID: <B253747B-9A4D-4FFE-977B-1772A6BE32FE@debitel .net> 


No need to throw away these glass transmitting tubes. I have successfully put 
these old tubes back into service. These tubes tend to be gassy after decades on 
the shelf. Search the archives and Google there is a way to correct this. It is 
important to let them run a day or two without hv applied. Sometimes it is 
neccessary to build a tester with reduced plate voltage and bias the grid to get 
the plates dark red for a few hours. The plate will absorb the gas molecules. 

It does not work every time but it is worth a try. 


http: //www.w8ji.com/vacuum_tubes_and_vaccum_tube_failures.htm 
vy 73 Heinz DH2FA, KM5VT 
Von meinem iPhone gesendet 


> ---- Dave Thompson via BoatAnchors <boatanchors at theporch.com> wrote: 

>> 

>> I have a bunch of stuff in my basement and need advice on what to get rid of as 
I clean out the stuff. 

>> 

>> I have old capacitors, resisters, tubes and the like. I suspect except for 
transmitting micas the capacitors are junk as are most of the resisters which as 
at least 50 years old. I also have tubes most of which test OK but I suspect the 
old transmitting tubes (4-125's, 4-400's, Penta's and the like being 40+ years old 
need to be thrown out. 

>> 

>> I will be cleaning out the stuff as soon as it warms up (say in late February) 
and will have a Saturday when those close enough to Norcross/Peachtree Corners 
(Georgia) can help themselves. I will include old magazines and some stuff that 
is useful to restorers. 


>> 

>> I just need expert advice on what to keep and what to toss. 
>> 

>> 73 Dave K4JRB 

>> 


>> BoatAnchors mailing list 
>> BoatAnchors at theporch.com 
>> https://minime.theporch.com/mailman/listinfo/boatanchors 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 


VV VV VV 


From kd5byb at kd5byb.net Mon Jan 12 09:45:50 2015 
From: kd5byb at kd5byb.net (kd5byb at kd5byb.net) 
Date: Mon, 12 Jan 2015 07:45:50 -0700 


Subject: [BoatAnchors] Old junk 

Message-ID: 

<20150112074550 . 221753b8912a6762b1021bc254014d1d.a2da8c£a51.wbe@email06.secureserv 
er.net> 


Completely agree with Heinz. Plus, something else to consider - the 
tube audio folks are big on several types of old capacitors. In the 
past, we've discussed Sprauge "Black Beauties" on the list, with many 
folks (myself included) renaming them to "Black Uglies" due to their 
propensity to physically split and be electrically leaky. There are 
tube audio guys who think these caps have favorable audio properties. 
(Don't ask me to explain why or how...I've got a "tin ear.") They get 
reasonable $'s on the e-place. 


Some of the resistors may be useful as well - if they haven't drifted in 
value by now...chances are they never will. I wouldn't toss everything 
wholesale... 


thanks much, 
ben (being just north of Huntsville, AL, I may make the trip come 
warmer-weather season) 


SSResece Original Message -------- 
From: Heinz Breuer via BoatAnchors <boatanchors at theporch.com> 
Date: Mon, January 12, 2015 5:15 am 


No need to throw away these glass transmitting tubes. I have 
successfully put these old tubes back into service. These tubes tend to 
be gassy after decades on the shelf. Search the archives and Google 
there is a way to correct this. 


From gumbear at pacbell.net Mon Jan 12 11:51:12 2015 

From: gumbear at pacbell.net (Arden Allen) 

Date: Mon, 12 Jan 2015 08:51:12 -0800 

Subject: [BoatAnchors] Old junk 

In-Reply-To: 

<20150112074550 .221753b8912a6762b1021bc254014d1d .a2da8cfa51.wbe@email06.secureserv 
er.net> 

References: 

<20150112074550 .221753b8912a6762b1021bc254014d1d .a2da8cfa51.wbe@email06.secureserv 
er.net> 

Message-ID: <48D26A3932064D41AF67654ACO5F32F8QKB6NAX> 


So lav diacieacd There are tube audio guys who think these caps have favorable 


> audio properties. ..... 


There are guys who think Edison wax cylinders have favorable audio 
properties. Price one of those on the 'bay ;-) 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From jerry7proc at yahoo.com Mon Jan 12 13:05:11 2015 

From: jerry7proc at yahoo.com (Jerry Proc) 

Date: Mon, 12 Jan 2015 18:05:11 +0000 (UTC) 

Subject: [BoatAnchors] Does Anyone Have Both Books? 

Message-ID: 

<1283694457 .615818 .1421085911589. JavaMail. yahoo@jws100163.mail.ne1.yahoo.com> 


Hello Group, 

This is a real long shot. In my librarycollection, I have the book titled ? 
Electronics and Sea Power? by VAdm SirArthur Hezlet. ?0n Amazon, they areselling 
the above title plus another book titled ?Electron and Sea Power? bythe same 
author. 


?Does anyone in this group have both books? If so what is the difference? I? 
msuspecting the latter may just be a retitled version of the first book. Bothbooks 
were printed in 1975, however the publishers are different. 


?Electronics???was published by Stien and Day, NY while ?Electron? was published 
by Peter Davies, London.??http://www.amazon.com/s/ref=nb_sb_noss?url=search- 
alias%3Daps&field- 
keywords=Electronics+and+Sea+PowerwE2%80%9D+by+VAdm+Sir+Arthur+Hezlet 


? 

??-- 

Regards, 

Jerry Proc 

E-mail: jerry7proc at yahoo.com 


From wb3fau55 at neo.rr.com Mon Jan 12 17:50:21 2015 
From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 
Date: Mon, 12 Jan 2015 17:50:21 -0500 


Subject: [BoatAnchors] Old junk 
In-Reply-To: <48D26A3932064D41AF67654ACO5F32F8@KB6NAX> 
Message-ID: <20150112225022 .3LK06.302854.root@cdptpa-web02> 


Send me the bumble bees, o yes, great sweet sound. And don't forget about 
those wonderful Mullard and Telefunken tubes! 

---- Arden Allen via BoatAnchors <boatanchors at theporch.com> wrote: 

St Meds Sate et There are tube audio guys who think these caps have favorable 

> audio properties. ..... 


There are guys who think Edison wax cylinders have favorable audio 
properties. Price one of those on the 'bay ;-) 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 


From jerry7proc at yahoo.com Tue Jan 13 12:04:11 2015 

From: jerry7proc at yahoo.com (Jerry Proc) 

Date: Tue, 13 Jan 2015 17:04:11 +0000 (UTC) 

Subject: [BoatAnchors] FW: Radio Museum of Quebec Closes Its Doors 
Message-ID: 

<1909666111 . 308825 .1421168651781. JavaMail. yahoo@jws100134.mail.ne1. yahoo. com> 


Hello Group, 

?In May 2014, I fordwarded ?some not-so-good news about the Radio Museum of 
Quebec. Even though some suggestions came forth from members of this group, it was 
not enough to save the museum. After trying fervently to locate new premises (but 
unsuccessfully), there was no option left but to close the doors :-(? 

Below is the formal announcement by RMQ President, Jacques Hamel 

KAKI KAKA KK KIKI II KIA KAKI KIRK KA 

TO ALL MEMBERS AND FRIENDS OF MUS?E QU?B?COIS DE LA RADIO INC. 

THANK YOU TO ALL ?WHO HAVE SUPPORTED OUR PROJECT IN MANY WAYS OVER THE YEARS. YOUR 
COOPERATION WAS VERY HIGHLY APPRECIATED. 

AFTER 14 YEARS SPENT IN ATTEMPTING TO IMPLEMENT OUR MUSEUM SOMEWHERE, THE BOARD OF 


DIRECTORS HAS FINALLY COME TO THE CONCLUSION THAT, BASED ON SAD EVIDENCE, THERE IS 
NO PLACE AND NO FUTURE FOR A RADIO MUSEUM IN QUEBEC. 

SO, IT IS WITH INFINITE SADNESS AND WITH GREAT EMOTIONS THAT THE BOARD OF 
DIRECTORS MADE A DIFFICULT DECISION, AT THE END OF 2014: TO PUT AN END TO THIS 
ADVENTURE. WE WILL NOW FACE OUR RESPONSABILITIES AND PROCEED WITH THE LIQUIDATION 
OF THE COLLECTION. 

AS PER OUR RULES AND REGULATIONS, WE MUST PROCEED IN TWO STEPS WHEN CARRYING OUT 
THE LIQUIDATION: 

STEP 1 - WE MUST FIRST OFFER PIECES OF OUR COLLECTION TO OTHER MUSEUMS OR TO OTHER 
INSTITUTIONS WITH MISSIONS SIMILAR TO OURS. ?THESE INSTITUTIONS CAN CHOOSE WHICH 
PIECES THEY WISH TO ACQUIRE. 

STEP 2 - ONCE THE FIRST STEP HAS BEEN COMPLETED, ?0UR RULES AND REGULATIONS ALLOW 
US TO SELL THE REMAINDER OF THE COLLECTION, UNDER THE PROVISION THAT, ?ONCE THE 
FINAL OBLIGATIONS OF THE MUSEUM HAVE BEEN MET, LEFTOVER PROCEEDS FROM SUCH SALES 
BE DISTRIBUTED TO THE INSTITUTIONS WHICH HAVE ACQUIRED PIECES IN STEP ONE.AT THE 
END, THE CLOSING OF THE MUSEUM AND THE DISSOLUTION OF THE CORPORATION WILL BE DONE 
UNDER THE RULES OF THE MINIST?RE DES INSTITUTIONS FINANCI?RES DU QU?BEC. 

YOU WILL BE ADVISED OF THE TIME, PLACE AND PROCEDURES THAT WE WILL ADOPT TO 
EXECUTE THESE PAINFUL DECISIONS AND FOR WHICH WE WILL PROBABLY STILL NEED YOUR 
HELP AND YOUR SUPPORT. 

WE KNOW THAT WE CAN STILL COUNT ON YOU FOR THIS LAST AND DIFFICULT STEP. 

DEAR MEMBERS AND FRIENDS OF THE MUSEUM, PLEASE ACCEPT OUR BEST WISHES FOR 2015. 
MAY THE YEAR BE FILLED WITH JOY AND HAPPINESS, FOR YOU AND YOUR FAMILIES. 

MEMBERS OF THE BOARD OF DIRECTORS 

By Jacques Hamel ve2djq / va2mqr, President. Hamel, Jacques (hamja at 

VICEOCLON . CA) PAAKAKKKAKKKAKKK KKK KAKA KKK KE KI RE RIKI = = 

Regards, 

Jerry Proc 

E-mail: jerry7proc at yahoo.com 


From arc5 at ix.netcom.com Tue Jan 13 20:51:27 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Tue, 13 Jan 2015 19:51:27 -0600 

Subject: [BoatAnchors] Radio Museum of Quebec Closes Its Doors 

In-Reply-To: 

<1909666111 . 308825 .1421168651781. JavaMail . yahoo@jws100134.mail.ne1.yahoo.com> 
References: 

<1909666111 . 308825 .1421168651781. JavaMail . yahoo@jws100134.mail.ne1.yahoo.com> 
Message-ID: <E85B138878EA4B199A92672A1E495CEF@DaddyPC> 


An honorable attempt by honorable people. 

But the destructive forces of societal and 

cultural desolution are a tide that eventually swamps all. 
If the public doesn't care now, nothing will make them care 
later. 

Without their interest, no museum can be sustained; 
Mathematics is a merciless master. 

Distributing the items to thoughtful homes will give them 


more years of life, even if they cannot be together in context, 
and is a worthy answer to this sad circumstance. 

You folks have some hard work ahead. 

I hope people realize and appreciate your efforts. 


Soot Original Message ----- 

From: "Jerry Proc via BoatAnchors" <boatanchors at theporch.com> 
To: <boatanchors at theporch.com> 

Cc: <hamja at videotron.ca> 

Sent: Tuesday, January 13, 2015 11:04 AM 

Subject: [BoatAnchors] FW: Radio Museum of Quebec Closes Its 
Doors 


Hello Group, 

In May 2014, I fordwarded some not-so-good news about the Radio 
Museum of Quebec. Even though some suggestions came forth from 
members of this group, it was not enough to save the museum. 
After trying fervently to locate new premises (but 
unsuccessfully), there was no option left but to close the 
doors :-( 

Below is the formal announcement by RMQ President, Jacques 
Hamel 

KKK KIKI KKK IIIA KAKI IKK KIKI IAAI 

TO ALL MEMBERS AND FRIENDS OF MUS?E QU?B?COIS DE LA RADIO INC. 
THANK YOU TO ALL WHO HAVE SUPPORTED OUR PROJECT IN MANY WAYS 
OVER THE YEARS. YOUR COOPERATION WAS VERY HIGHLY APPRECIATED. 
AFTER 14 YEARS SPENT IN ATTEMPTING TO IMPLEMENT OUR MUSEUM 
SOMEWHERE, THE BOARD OF DIRECTORS HAS FINALLY COME TO THE 
CONCLUSION THAT, BASED ON SAD EVIDENCE, THERE IS NO PLACE AND 
NO FUTURE FOR A RADIO MUSEUM IN QUEBEC. 

SO, IT IS WITH INFINITE SADNESS AND WITH GREAT EMOTIONS THAT 
THE BOARD OF DIRECTORS MADE A DIFFICULT DECISION, AT THE END OF 
2014: TO PUT AN END TO THIS ADVENTURE. WE WILL NOW FACE OUR 
RESPONSABILITIES AND PROCEED WITH THE LIQUIDATION OF THE 
COLLECTION. 

AS PER OUR RULES AND REGULATIONS, WE MUST PROCEED IN TWO STEPS 
WHEN CARRYING OUT THE LIQUIDATION: 

STEP 1 - WE MUST FIRST OFFER PIECES OF OUR COLLECTION TO OTHER 
MUSEUMS OR TO OTHER INSTITUTIONS WITH MISSIONS SIMILAR TO OURS. 
THESE INSTITUTIONS CAN CHOOSE WHICH PIECES THEY WISH TO 
ACQUIRE. 

STEP 2 - ONCE THE FIRST STEP HAS BEEN COMPLETED, OUR RULES AND 
REGULATIONS ALLOW US TO SELL THE REMAINDER OF THE COLLECTION, 
UNDER THE PROVISION THAT, ONCE THE FINAL OBLIGATIONS OF THE 
MUSEUM HAVE BEEN MET, LEFTOVER PROCEEDS FROM SUCH SALES BE 
DISTRIBUTED TO THE INSTITUTIONS WHICH HAVE ACQUIRED PIECES IN 
STEP ONE.AT THE END, THE CLOSING OF THE MUSEUM AND THE 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


DISSOLUTION OF THE CORPORATION WILL BE DONE UNDER THE RULES OF 
THE MINIST?RE DES INSTITUTIONS FINANCI?RES DU QU?BEC. 

YOU WILL BE ADVISED OF THE TIME, PLACE AND PROCEDURES THAT WE 
WILL ADOPT TO EXECUTE THESE PAINFUL DECISIONS AND FOR WHICH WE 
WILL PROBABLY STILL NEED YOUR HELP AND YOUR SUPPORT. 

WE KNOW THAT WE CAN STILL COUNT ON YOU FOR THIS LAST AND 
DIFFICULT STEP. 

DEAR MEMBERS AND FRIENDS OF THE MUSEUM, PLEASE ACCEPT OUR BEST 
WISHES FOR 2015. MAY THE YEAR BE FILLED WITH JOY AND HAPPINESS, 
FOR YOU AND YOUR FAMILIES. 

MEMBERS OF THE BOARD OF DIRECTORS 

By Jacques Hamel ve2djq / va2mqr, President. Hamel, Jacques 
Chamja at Videotron. Ca) KKKAKKKAKKKAKKKAKKKAKKKKKKKKKKKKKEKER = 
Regards, 

Jerry Proc 

E-mail: jerry7proc at yahoo.com 

BoatAnchors mailing list 

BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 
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From gumbear at pacbell.net Tue Jan 13 21:28:59 2015 

From: gumbear at pacbell.net (Arden Allen) 

Date: Tue, 13 Jan 2015 18:28:59 -0800 

Subject: [BoatAnchors] Radio Museum of Quebec Closes Its Doors 

In-Reply-To: <E85B138878EA4B199A92672A1E495CEF@DaddyPC> 

References: 

<1909666111. 308825 .1421168651781. JavaMail. yahoo@jws100134.mail.ne1.yahoo.com> 
<E85B138878EA4B199A92672A1E495CEF@DaddyPC> 

Message-ID: <9FEACE8386E443E7B1A2A453DFB23EEAQKB6NAX> 


> In May 2014, I fordwarded some not-so-good news about the Radio .......... 


I hope when the remnants of the collection go up for public sale the items 
will be listed with photos on their website. What is the URL? Thanks. 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From kilky68 at gmail.com Wed Jan 14 00:08:28 2015 

From: kilky68 at gmail.com (Roy Morgan) 

Date: Wed, 14 Jan 2015 00:08:28 -0500 

Subject: [BoatAnchors] Radio Museum of Quebec Closes Its Doors 

In-Reply-To: <9FEACE8386E443E7B1A2A453DFB23EEA@KB6NAX> 

References: 

<1909666111 . 308825 .1421168651781. JavaMail. yahoo@jws100134.mail.ne1. yahoo. com> 
<E85B138878EA4B199A92672A1E495CEF@DaddyPC> 
<9FEACE8386E443E7B1A2A453DFB23EEAQ@KB6NAX> 

Message-ID: <70B605D7-4325 -405C-8F7E-7A3E53998F1E@gmail .com> 


On Jan 13, 2015, at 9:28 PM, Arden Allen via BoatAnchors <boatanchors at 
theporch.com> wrote: 


>> In May 2014, I fordwarded some not-so-good news about the Radio .......... 
> 
> ... What is the URL? Thanks. 


This will get you the English version. 


<http://translate. google.com/translate?hl=en&sl=fr&u=http: //museedelaradio.ca/ 
&prev=search> 


Or start here: 


<http://translate.google.com/translate? 
hl=en&sl=fr&tl=en&u=http%3A%2F%2Fmuseedelaradio.ca%2F> 


Roy Morgan 
RoyMorgan at alum.mit.edu 
KILKY Since 1958 


From ranickel at comcast.net Thu Jan 15 23:35:39 2015 
From: ranickel at comcast.net (Robert Nickels) 

Date: Thu, 15 Jan 2015 22:35:39 -0600 

Subject: [BoatAnchors] Northern Radio inquiry 
Message-ID: <54B8951B.3090707@comcast.net> 


Looking for any possible sources for documentation or manuals for 
equipment made by Northern Radio Company of Redmond WA. 


Thanks and 73, 
Bob WIRAN 


From arc5 at ix.netcom.com Wed Jan 14 21:37:57 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Wed, 14 Jan 2015 20:37:57 -0600 

Subject: [BoatAnchors] You CAN Key The BC-230 With a Bug and a Relay 
Message-ID: <8D27638A676D4CC3996F78E8CBAC2683@DaddyPC> 


Here is a video of me keying a BC-230 transmitter using the 
original big, honking, slow relay in the junction box. 

I disconnected the BC-198 antenna relay and the transmitter goes 
directly to the tuner/dummy load/ antenna. 

The little antenna relay is slower than the keying relay! 


This rig has had the non-destructive changes that put it 
under VXO control on 40 meters as I wrote about at the time. 
It is running on the original dynamotor and control boxes. 


The point of this video is to show that the rig can be keyed 
successfully "as-designed" with a B+ switching relay and 

a bug at a decent CW speed. If you have a more modern, 
faster relay you can key faster. Note the jury-rigged diode 
and resistor/cap across the key as that big relay's back EMF 
will rattle your teeth. :-D 

This rig has the 6AQ5s subbed for the audiophool tubes. 
(Going to buy a couple of sets of those adapters, Ben, when 
I get my tax refund). Rig puts out just over 7 Watts. 
Worked a Georgia station on 7029 KC w/579 report 

right after this video. 

Sorry for my rusty fist! 

GL OM DE Dave AB5S 

https: //www. youtube. com/watch? v=MkAOW3MTM11&feature=youtu.be 


From arc5 at ix.netcom.com Wed Jan 14 22:04:39 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Wed, 14 Jan 2015 21:04:39 -0600 

Subject: [BoatAnchors] Ant. Series Matching Caps- I Just Don't Get It. 
Message-ID: <D93D5C5A6D2D4226AFA34633B75111E5@DaddyPC> 


Over a year ago, I was trying different kinds of series caps 
to match the 5-to-12 Ohm outputs of WWII aircraft rigs 

to our 50-Ohm standard. 

I tried several things and discovered that a lot of caps would 
eat-up power. We talked about it. Folks said they wouldn't 
handle the RF current and indeed, some of them heated and 

I saw lower power out. We discussed how "100 pFd wasn't 


always 100 pFd," depending on the cap type. 
I eventually settled on using RF "doorknob" caps as being best. 


This evening after work, I decided to go through several kinds 
of caps and record just what was best/worst etc. 

Remember how some of us have puzzled over how we can 

make a test one day, get a certain result, then days or weeks or 
years later, do it exactly the same way and get radically 
different 

results? I know-- sounds crazy, but.... 


Tonight I tested all these caps on the output of the BC-230 
on 7029 KC and also a good-quality air variable. 

http: //home.netcom.com/~arc5/SCR-183/Justcaps. jpg 

They all run between 50 and 68 pFd. 

The ceramics were NPO and N750. 

The little mica is just a mica- nothing special. 


With the exception of the red “high voltage" cap, which did 
indeed introduce loss and chirp, all these caps performed 
nearly indentically. 

The NPOs did seem a little more stable but that might be 

my imagination, too. Wasn't much difference. 

The air variable did no better than the little 68 puff N750. 


I don't understand it. How can two sets of basicly identical 
tests 

a year and change apart produce such radically different 
results?? 

I'm starting to believe in gremlins and magic "spooks" 

in our radios. I don't know what else to think. 


The only thing I can suggest when you go to match the output 
of your WWII transmitter is to try several cap types. 

Find the one with least loss and that doesn't introduce any 
chirp. 


No wonder my hair is all falling out.... 


73 DE Dave AB5S 


From arc5 at ix.netcom.com Fri Jan 23 07:32:17 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Fri, 23 Jan 2015 06:32:17 -0600 

Subject: [BoatAnchors] Robot DX 


Message-ID: <E9A443728DD244BCBFE1F3A20759B18F@DaddyPC> 


This is a joke, right? 
Someone tell me it's a joke: 


https: //ky6r.wordpress.com/2015/01/22/kh5k-remote-drone-floatilla-activation- 
announced/ 


From n7xk at cox.net Fri Jan 23 11:02:10 2015 
From: n7rk at cox.net (Dave Hollander) 

Date: Fri, 23 Jan 2015 09:02:10 -0700 

Subject: [BoatAnchors] Robot DX 

In-Reply-To: <jQYe1p00s03BXh3010Ymzx> 
References: <jQYelp00s03BXh301QYmzx> 
Message-ID: <54C27082 .1020902@cox.net> 


Of course it's a joke. 


From ajamas.rn at gmail.com Fri Jan 23 09:40:17 2015 

From: ajamas.rn at gmail.com (Katz Ajamas) 

Date: Fri, 23 Jan 2015 09:40:17 -0500 

Subject: [BoatAnchors] Robot DX 

In-Reply-To: <E9A443728DD244BCBFE1F3A20759B18F@DaddyPC> 

References: <E9A443728DD244BCBFE1F3A20759B18F@DaddyPC> 

Message-ID: <CA+kZa5rvZw290YHj]qJqi-Dj+PWJHFtOS5StH1cx-Bc2+83wHxKg@mail. gmail.com> 


I had the same idea...but for personal use. The logistics are a mess. 
Licensing, environmental, theft, remote control latencies.... Partnering 
with a major research university is about the only way to make it 
work....and there is still no way to work a cw pileup through a two hop 
satellite delay....unless a.robot does the QSO too. Then, what's the point. 
On Jan 23, 2015 7:32 AM, "David Stinson via BoatAnchors" < 

boatanchors at theporch.com> wrote: 


This is a joke, right? 
Someone tell me it's a joke: 


https: //ky6r.wordpress.com/2015/01/22/kh5k-remote-drone- 
floatilla-activation-announced/ 

BoatAnchors mailing list = | 
BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 


VVVV VV VV VV 


From spr at earthlink.net Fri Jan 23 11:28:35 2015 
From: spr at earthlink.net (Scott Robinson) 

Date: Fri, 23 Jan 2015 08:28:35 -0800 

Subject: [BoatAnchors] Robot DX 

In-Reply-To: <E9A443728DD244BCBFE1F3A20759B18F@DaddyPC> 
References: <E9A443728DD244BCBFE1F3A20759B18F@DaddyPC> 
Message-ID: <54C276B3.7070103@earthlink.net> 


Who knows? But xI* need a robot who can find the pliers I put down ona 
clearx workbench two minutes ago...! Underwater capabilities generally 
not neeeded. 


xhowever many square inches that is today 
/scott 


On 1/23/15 4:32 AM, David Stinson via BoatAnchors wrote: 

> This is a joke, right? 

> Someone tell me it's a joke: 

> 

> https://ky6r.wordpress.com/2015/01/22/kh5k-remote-drone-floatilla-activation- 
announced/ 

> 


From dave at horsfall.org Fri Jan 23 11:40:21 2015 

From: dave at horsfall.org (Dave Horsfall) 

Date: Sat, 24 Jan 2015 03:40:21 +1100 (EST) 

Subject: [BoatAnchors] Robot DX 

In-Reply-To: <54C27082.1020902@cox.net> 

References: <jQYelp00sO3BXh301Q0Ymzx> <54C27082.1020902@cox.net> 
Message-ID: <alpine.BSF.2.11.1501240338340.46718@aneurin.horsfall.org> 


On Fri, 23 Jan 2015, Dave Hollander via BoatAnchors wrote: 
> Of course it's a joke. 


I suspect it's more of a spoof on those clowns "working DX" via those 
remote-controlled stations. 


Dave Horsfall DTM (VK2KFU) "Bliss is a MacBook with a FreeBSD server." 
http: //www.horsfall.org/spam.html (and check the home page whilst you're there) 


From wb3fau55 at neo.rr.com Sat Jan 24 12:18:18 2015 
From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 


Date: Sat, 24 Jan 2015 12:18:18 -0500 
Subject: [BoatAnchors] Collins-Drake cables 
Message-ID: <20150124171818 .93BTM.168302.root@cdptpa-web02> 


Wow! did you check those prices? I think I would get a lot of soldering 
practice, and save a bunch of cash? I know I would be rolling my own...Russ. 


From wwatson5 at sbcglobal.net Sat Jan 24 22:43:22 2015 

From: wwatson5 at sbcglobal.net (William Watson) 

Date: Sat, 24 Jan 2015 19:43:22 -0800 

Subject: [BoatAnchors] Looking for National RAS-2 

Message-ID: <1422157402.73592.YahooMailNeo@web181202.mail.ne1.yahoo.com> 


I am looking for a restorable RAS-2 receiver. I have the coils. 


Joe 
W5WBR 


From 4cx250b at miamioh.edu Sat Jan 24 10:49:52 2015 
From: 4cx250b at miamioh.edu (Jim Garland) 

Date: Sat, 24 Jan 2015 08:49:52 -0700 

Subject: [BoatAnchors] Odd corrosion on Drake 1-A 
Message-ID: <036d01d037ed$64c281b0$2e478510$@miamioh.edu> 


Hi all, 


I was at an estate sale of an elderly ham in Los Alamos yesterday and picked 
up a Drake 1-A. It's dirty, but I checked it out last night and it mostly 
works fine, though needs cleaning and a new RF gain/Standby pot. The 
tin-plated or galvanized steel pieces in the radio (not the copper-plated 
chassis or aluminum IF cans and shield plates) have a light yellowish green 
fuzzy coating on them, which resembles a kind of corrosion but wipes off 
with a bit of elbow grease. There is no odor. I wonder if anybody knows 
what it might be? I'm always a abit nervous getting stuff from Los Alamos, 
because the lab wasn't always as careful as it should have been when 
handling toxic material. Wish I'd had a radiation monitor! 


73, 


Jim W8ZR 


From gumbear at pacbell.net Sun Jan 25 02:10:35 2015 
From: gumbear at pacbell.net (Arden Allen) 

Date: Sat, 24 Jan 2015 23:10:35 -0800 

Subject: [BoatAnchors] Odd corrosion on Drake 1-A 


In-Reply-To: <036d01d037ed$64c281b0$2e478510$@miamioh.edu> 
References: <036d01d037ed$64c281b0$2e478510$@miamioh.edu> 
Message-ID: <24'7A7209579D49E692445F06A25124DE@KB6NAX> 


DY Leave dogs ace Boe The tin-plated or galvanized steel pieces in the radio (not the 
> copper-plated 

chassis or aluminum IF cans and shield plates) have a light yellowish green 
fuzzy coating on them, which resembles a kind of corrosion but wipes off 
with a bit of elbow grease. There is no odor. I wonder if anybody knows 
what it might be? ............. 


Jim, I've often seen the same many times over the years. I'm guessing (cuz 
I don't know any better) the yellowish look comes from sulfer compounds in 
the air that contribute to the corrosion process. Otherwise tin and zinc 
oxidation appears grey to light grey. If in doubt about toxicity wipe the 
metal surfaces clean with an oily cloth. 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From johnmb at nc.rr.com Sun Jan 25 07:40:33 2015 

From: johnmb at nc.rr.com (john) 

Date: Sun, 25 Jan 2015 07:40:33 -0500 

Subject: [BoatAnchors] Odd corrosion on Drake 1-A 

In-Reply-To: <247A7209579D49E692445F06A25124DE@KB6NAX> 

References: <036d01d037ed$64c281b0$2e478510$@miamioh.edu> 
<247A7209579D49E692445F06A25124DE@KB6NAX> 

Message-ID: <6.2.1.2.2.20150125073807 .0338d2d0@pop-server.nc.rr.com> 


Might it be the dreaded "tin whiskers" that the RoHS (lead free) world 
brought to light? I wonder if you can look at them under a loupe. I've 
seen that phenomenon but usually it's localized to high stress points 
(outside radii of bends,for example) not uniform across the surface. 


John K5MO 


At 02:10 AM 1/25/2015, Arden Allen via BoatAnchors wrote: 
DO di ech anit « The tin-plated or galvanized steel pieces in the radio (not 


>>the > copper-plated chassis or aluminum IF cans and shield plates) have a 
>>light yellowish green fuzzy coating on them, 


This email is free from viruses and malware because avast! Antivirus protection is 
active. 
http: //www.avast.com 


From arc5 at ix.netcom.com Sat Jan 24 19:18:46 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 24 Jan 2015 18:18:46 -0600 

Subject: [BoatAnchors] Ben Hall's Tube Adaptors: Get You Some'o These! 
Message-ID: <4F41E4673F104BCD9FOODEA4476699AE@DaddyPC> 


We've been working on substituting affordable trasmitting tubes 
for those that have been abducted by the audiophile crowd 

and thus, priced out of reach for we mere mortals. 

Been concentrating on substituting for two VT-25s 

and two VT-52s in the BC-230 transmitter. 

So far have worked with 6AQ5 (7 pin) and 5763 (9 pin). 

Ben Hall, KB5BYB rose to the challenge and created 

adaptors for this task and kindly sent me two sets. 


Folks- I am impressed! These are very high-quality and 
obviously a "labor of love." Outstanding work, Ben. 
The bases can be assemble for either 7-or-9 pin sockets. 
Assembled them with no trouble and they work a treat. 


http: //home.netcom.com/~arc5/SCR-183/7pinsubs. jpg 
http: //home.netcom.com/~arc5/SCR-183/7pinBC230. jpg 
(Note to Hue: That's the transmitter you sent.) 


I installed a capacitor across the filament pins 
so both heater and cathode connections would be at 
the same RF and audio potentials. 

http: //home.netcom.com/~arc5/SCR-183/9pins. jpg 


IMPORTANT: Whatever your application, the Cathode 

of the miniture tube needs to be connected to the Heater pin 
on the 4-pin base that is electrically nearest to ground. 

In the BC-230, connect the MO and PA cathodes to 

Pin 4. If you don't, the tube cathodes will be filament 
voltage above ground and it will mess-up stage bias. 

Once these are installed tuning and neutralization will 

need to be tweeked, of course. 


They lowered the stage losses as well. 

With the transmitter running on the original dynamotor 
in the complete SCR-183 set, he 6AQ5s are doing 
between 6-7 watts out on 40x* 

(one "hot" tube is giving me between 8-9) 

and the 5763s are making 5 watts out on 30 meters.* 

The 6AQ5s work best when running 80 and 40 meters 
"normally." The 5763s don't do so well there for some 

reason but work fine when doubling in the final. 

Maybe it's because 5763 was designed as a VHF tube? 

I'm making contacts on 30 meters using the 5763s.x** 

I think there's a better 9-pinner out there. Still looking. 


The $40 price tag for a set of four of these is a good deal. 
If you try to buy ONE VT-25, you're certainly going 

to pay a lot more than that. Might get an empty tube 

base for that. And try to get all these parts together for 
your project; your time is worth more than that. 


Ben- I think you should offer these to the Audiophiles. 
I'm betting for say, $60 a set, they'd buy them like hotcakes. 
Just need to convince one of the Audio "Gurus" to try them. 


If you ever intend to get that -230 or -223 or any other 
such rig running, get some of these. Excellent investment. 


GL ES 73 OM DE Dave AB5S 


* The 40 rig has a non-destructive change to make it 
xtal control. The 30 rig has a 5 MC coil pack with 
a broken PA/Antenna coil wound to double in the final 
and feed an antenna tuner. 
Chirps a little but works well. 


xx (NOTE for those working on these transmitters: 

I'm back to fiddling with the bias on the modulators again. 
"Stock" bias runs the 6AQ5 modulators too hot. 

Still investigating. For the 30- and 40-meter rigs which 

are only used for CW, I disconnected the MOD plates 

and the two tubes are there just for filament string ballast.) 


From kd5byb at kd5byb.net Sun Jan 25 12:13:37 2015 

From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sun, 25 Jan 2015 11:13:37 -0600 

Subject: [BoatAnchors] Ben Hall's Tube Adaptors: Get You Some'o These! 
In-Reply-To: <4F41E4673F104BCD9FOODEA4476699AE@DaddyPC> 

References: <4F41E4673F104BCD9FOODEA4476699AE@DaddyPC> 


Message-ID: <54C52441.8010402@kd5byb.net> 


On 1/24/2015 6:18 PM, David Stinson via BoatAnchors wrote: 
Good morning Dave and all, 


On 1/24/2015 6:18 PM, David Stinson wrote: 
> Folks- I am impressed! These are very high-quality and 
> obviously a "labor of love." Outstanding work, Ben. 
> The bases can be assemble for either 7-or-9 pin sockets. 
> Assembled them with no trouble and they work a treat. 
Thank you much for a nice review of them, the photos, and your continued 
work on using the 7/9-pin tubes to replace the very expensive VT-25's 
and VT-52's. 


For those wishing further information, I put together a little webpage 
summarizing all the details: 


<http://www.kd5byb.net/tubeadapt/tubeadapt.html> 


There is one change I've not made to the website. After dropping one of 
the tiny nuts and it rolling off into oblivion...I now include some 
extra hardware. 


IMPORTANT: Whatever your application, the Cathode 

of the miniture tube needs to be connected to the Heater pin 

on the 4-pin base that is electrically nearest to ground. 

In the BC-230, connect the MO and PA cathodes to Pin 4. If you don't, 
the tube cathodes will be filament voltage above ground and it will 
mess-up stage bias. 


VV VV VV 


Very interesting! I had my 6AQ5's wired cathodes to Pin 1. Everything 
seemed to be okay, but I'll admit, my work on the set got interrupted by 
a couple of repairs on my test equipment (one of my power supplies died) 
and on stuff around the house (broken toys, mostly). I had not gotten 
to more than a few power ups into my dummy load. I did get around to 
wiring an un-un for it so I could use standard 50 ohm dummy loads and 
power measuring equipment. (I can remember if it was 4 to 1, or 9 to 1. 
I looked at both.) 


I've now got them rewired to pin 4 and will try them today once I get a 
few other things taken care of. 


"normally." The 5763s don't do so well there for some reason but work 


fine when doubling in the final. Maybe it's because 5763 was designed as 


I'm making contacts on 30 meters using the 5763s.x** 


> 

> 

> a VHF tube? 

> 

> I think there's a better 9-pinner out there. Still looking. 


I've done a little poking around myself. I've not found anything that 
seems radically better. The 6BQ5/EL84 looked interesting, but seemed 
like the specifications were so close to the 6AQ5 that making the change 
wasn't worth it. 


The 6CM6 may be worth a look. 


> Ben- I think you should offer these to the Audiophiles. 
> I'm betting for say, $60 a set, they'd buy them like hotcakes. 
> Just need to convince one of the Audio "Gurus" to try them. 


I'll have to investigate this. I know the VT-25 and VT-52 tubes are in 
demand in the audio circles, not so sure if the "lesser" tubes like the 
6AQ5 are as highly regarded. On the flip side, it does allow 
experimentation in amps originally taking the 4-pin tubes. 


Thanks much and 73, 
ben, kd5byb 


From dave at horsfall.org Sun Jan 25 13:30:38 2015 
From: dave at horsfall.org (Dave Horsfall) 
Date: Mon, 26 Jan 2015 05:30:38 +1100 (EST) 
Subject: [BoatAnchors] Ben Hall's Tube Adaptors: Get You Some'o These! 
In-Reply-To: <54C52441.8010402@kd5byb.net> 
References: <4F41E4673F104BCD9FQODEA4476699AE@DaddyPC> 
<54C52441 .8010402@kd5byb.net> 
Message-ID: <alpine.BSF.2.11.1501260524400.46718@aneurin.horsfall.org> 


On Sun, 25 Jan 2015, Ben Hall via BoatAnchors wrote: 


> > Ben- I think you should offer these to the Audiophiles. I'm betting 

> > for say, $60 a set, they'd buy them like hotcakes. Just need to 

> > convince one of the Audio "Gurus" to try them. 

> 

> I'll have to investigate this. I know the VT-25 and VT-52 tubes are in 
> demand in the audio circles, not so sure if the "lesser" tubes like the 
> 6AQ5 are as highly regarded. On the flip side, it does allow 

> experimentation in amps originally taking the 4-pin tubes. 


Given that these idiots have convinced themselves that electrons can only 
travel in one direction at a time, I'm sure that it'll fly. 


Of course, you'd also have to mark them as being oxygen-free as well... 


Hey, what was that saying about suckers again? 


Dave Horsfall DTM (VK2KFU) "Bliss is a MacBook with a FreeBSD server." 
http://www. horsfall.org/spam.html (and check the home page whilst you're there) 


From garygarlic at earthlink.net Sun Jan 25 14:08:04 2015 
From: garygarlic at earthlink.net (Gary Woods) 
Date: Sun, 25 Jan 2015 14:08:04 -0500 
Subject: [BoatAnchors] Ben Hall's Tube Adaptors: Get You Some'o These! 
In-Reply-To: <alpine.BSF.2.11.1501260524400 .46718@aneurin.horsfall.org> 
References: <4F41E4673F104BCD9FQOODEA4476699AE@DaddyPC> 
<54C52441 .8010402@kd5byb.net> 
<alpine.BSF.2.11.1501260524400 .46718@aneurin.horsfall.org> 
Message-ID: <dlfacap2o0jqnamoo8dd3brkbbh209hrd4v@4ax.com> 


On Mon, 26 Jan 2015 05:30:38 +1100 (EST), you wrote: 
>Hey, what was that saying about suckers again? 


Mr. Barnum seriously underestimated their birth rate. 


Gary Woods O- K2AHC Public keys at home.earthlink.net/~garygarlic, or get 
Qx1D64A93D via keyserver 
fingerprint = E2 6F 50 93 7B C7 F3 CA 1F 8B 3C CO BO 28 68 OB 


From arc5 at ix.netcom.com Mon Jan 26 07:31:36 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Mon, 26 Jan 2015 06:31:36 -0600 

Subject: [BoatAnchors] Want to De-Gas Them Gassy Tubes? 
Message-ID: <502B5D2DBDE7474595D2E8C787997376@DaddyPC> 


Induction heating of those gassy tubes, now affordable. 
http://www. ebay. com/itm/331307702793 
If someone tries it out, let us know how it goes. 


From harper at secureoutcomes.net Mon Jan 26 11:31:37 2015 

From: harper at secureoutcomes.net (Jack Harper) 

Date: Mon, 26 Jan 2015 09:31:37 -0700 

Subject: [BoatAnchors] (BA List) 808 Socket... 

Message-ID: <mailman.261.1422289946.269.boatanchors@theporch.com> 


Greetings to the List... 


A friend of mine has an 808 transmitting triode 
that he is trying to use - but, he is lacking the socket. 


Does anyone has a spare socket for this 808 tube?? 


The socket is type "BX4" with four pins: "UX-Base 
(4 Pins (2 thick, USA 1924, UX) (Codex=Bt)" 


Nice photo of this tube at http://www. radiomuseum.org/tubes/tube_808.html1 


My RCA Transmitting Tube book (1967 issue) says 
that the 808 had been discontinued before that 
date - many years before, I think. 


I appreciate any leads. 
Regards, 


Jack, W?YJ ("Friend to all Things Hammarlund") 


Jack Harper, President 

Secure Outcomes Inc 

2902 Evergreen Parkway, Suite 200 
Evergreen, Colorado 80439 USA 


303.670.8375 
303.670.3750 (fax) 


http: //www.secureoutcomes.net for Product Info. 


From knjhanlon at msn.com Mon Jan 26 15:30:56 2015 

From: knjhanlon at msn.com (JAMES HANLON) 

Date: Mon, 26 Jan 2015 13:30:56 -0700 

Subject: [BoatAnchors] "Replacements" for VT-25 (10) and VT-52 (45) 
Message-ID: <BLU184-W606ACAA8D40342D0FOF8E8A0350@phx. gb1> 


If I were looking for a more modern tube to use instead of a 10 or a 45 in my OT 
transmitter, one that I would consider is a 12B4A. 


The 10 is a low mu power triode. According to my 1944 ARRL Handbook, in Class C 
service it is rated at 15 watts plate dissipation, max plate voltage 450, max 
plate current 65 ma, and amplification factor (mu) of 8. 


The 45 is also a low mu triode. In my 1935 ARRL Handbook, it is rated at a safe 
plate dissipation of 10 watts. Max plate voltage for the 45 in transmitting 
service is 400 volts, and max current is 50 ma. The amplification factor (mu) is 
3.5. 


In my 1964 RCA Receiving Tube Manual, RC-23, the 12B4A is listed as a Low-Mu 
triode used as a vertical deflection amplifier in television receivers. Asa 
Class Al amplifier and as a Vertical Deflection amplifier it is rated as follows: 
plate dissipation 5.5 watts, DC plate voltage 550 max, average cathode current 
(Vert Deflection service) 30 ma max, Amplification Factor (mu) 6.5. It has a 
heater and separate cathode; the heater requires either 12.6 volts at 0.3 amps or 
6.3 volts at 0.6 amps. It is in a nine-pin, miniature envelope. Two of these in 
parallel would be a good substitution for a 45. Three in parallel would be a good 
substitution for a 10. 


Antique Electronic Supply (www.tubesandmore.com) lists them, new, for $7.25 each. 
Another tube to consider would be the 59. 


The 59 is a power pentode, but the 1935 Handbook shows ratings for it connected as 
a triode. 


With grids 2 and 3 connected to the plate, it is rated as follows: Heater 2.5 
volts, 2 amps, Max plate voltage 400, Max plate current 50 ma (both same as the 
45), Negative Grid Bias 135 volts (45 rated at 180 volts), Grid Driving Power 3 
watts (45 rated at 2 watts), Safe Plate Dissipation 10 watts (same as 45), 
Amplification Factor 6.0 (45 is 3.5), Nominal RF Output 10 watts (same as 45). 
AES lists the 59 for $12.23. 


Another tube to consider for a 10 replacement would be the 841. AES lists it as a 
Triode Power Amplifier also known as a VT-51. 


It's 1935 ratings are: Nominal RF Output and Safe Plate Dissipation 15 watts (same 
as 10), Filament 7.5 volts, 1.25 amps (same as 10), Max Plate 500 volts, 60 ma 
(same as 10), Negative Grid Bias volts 30 (10 is 135), Max Grid Current 20 ma (10 
is 15 ma), Grid Driving Power 2 watts (10 is 3), Amplification Factor 30 (10 is 
8), Grid Leak 5000 ohms (10 is 10000). The AES price on an 841 is $38.85, but it 
is currently out of stock. 


The 801A (VT-62) is also a good, plug-in replacement for the 10 if you happen to 
have one. Its 1935 ratings are: Nominal RF Output 25 watts, Safe Plate 
Dissipation 20 watts, Filament 7.5 volts, 1.25 amps, Max Plate 600 volts, 65 ma, 
Grid Bias 150 volts, max grid current 15 ma, Grid driving power 4.5 watts, 
Amplification Factor 8, Grid Leak 10000 ohms. AES wants $129.05 for one and they 


are currently out of stock. 


Finally, AES lists the 45 (VT-45 or VT-52) at $104.55 and the 245 (VT-52) at 
$110.19. They are both in stock. 


I've purchased a lot of stuff from AES over they years, and I've always found them 
to be a reliable and trustworthy supplier. 


I just found another supplier offering tubes at http://www.vacuumtubes.net . I 
have no purchasing experience with them, but their prices are interesting. they 
include the following: 10, VT-25 $50; 45 SPL, VT-52 $210; 45 ST shape (audio) new 
$85, used $45; 59 $15; 12B4A $5; 801 $75; 841 $29. 


Personally I am very lucky. I have a pair of VT-25s doing service in my 1929- 
style MOPA and an RCA UX-210 in my 1929-style Hartley. I also have an 801A in my 
stock that I sometimes use in the Hartley when it's not running in the AWA Bruce 
Kelly Contests. 


73, 


Jim Hanlon, W8KGI 


From wb3fau55 at neo.rr.com Mon Jan 26 17:38:56 2015 

From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 

Date: Mon, 26 Jan 2015 17:38:56 -0500 

Subject: [BoatAnchors] "Replacements" for VT-25 (10) and VT-52 (45) 
In-Reply-To: <BLU184-W606ACAA8D40342D0FOF8E8A0350@phx. gb1> 
Message-ID: <20150126223856.GC5CJ.217372.root@cdptpa-web02> 


Hey Jim, the 12B4 was also used in old Tektronix scopes...Russ. 

---- JAMES HANLON via BoatAnchors <boatanchors at theporch.com> wrote: 

> If I were looking for a more modern tube to use instead of a 10 or a 45 in my OT 
transmitter, one that I would consider is a 12B4A. 

> 

> The 10 is a low mu power triode. According to my 1944 ARRL Handbook, in Class C 
service it is rated at 15 watts plate dissipation, max plate voltage 450, max 
plate current 65 ma, and amplification factor (mu) of 8. 

> 

> The 45 is also a low mu triode. In my 1935 ARRL Handbook, it is rated ata 
safe plate dissipation of 10 watts. Max plate voltage for the 45 in transmitting 
service is 400 volts, and max current is 50 ma. The amplification factor (mu) is 
3.5. 

> 

> In my 1964 RCA Receiving Tube Manual, RC-23, the 12B4A is listed as a Low-Mu 
triode used as a vertical deflection amplifier in television receivers. Asa 
Class Al amplifier and as a Vertical Deflection amplifier it is rated as follows: 
plate dissipation 5.5 watts, DC plate voltage 550 max, average cathode current 


(Vert Deflection service) 30 ma max, Amplification Factor (mu) 6.5. It has a 
heater and separate cathode; the heater requires either 12.6 volts at 0.3 amps or 
6.3 volts at 0.6 amps. It is in a nine-pin, miniature envelope. Two of these in 
parallel would be a good substitution for a 45. Three in parallel would be a good 
substitution for a 10. 

> 

> Antique Electronic Supply (www.tubesandmore.com) lists them, new, for $7.25 
each. 

> 

> Another tube to consider would be the 59. 

> 

> The 59 is a power pentode, but the 1935 Handbook shows ratings for it connected 
as a triode. 

> 

> With grids 2 and 3 connected to the plate, it is rated as follows: Heater 2.5 
volts, 2 amps, Max plate voltage 400, Max plate current 50 ma (both same as the 
45), Negative Grid Bias 135 volts (45 rated at 180 volts), Grid Driving Power 3 
watts (45 rated at 2 watts), Safe Plate Dissipation 10 watts (same as 45), 
Amplification Factor 6.0 (45 is 3.5), Nominal RF Output 10 watts (same as 45). 

AES lists the 59 for $12.23. 

> 

> Another tube to consider for a 10 replacement would be the 841. AES lists it as 
a Triode Power Amplifier also known as a VT-51. 

> 

> It's 1935 ratings are: Nominal RF Output and Safe Plate Dissipation 15 watts 
(same as 10), Filament 7.5 volts, 1.25 amps (same as 10), Max Plate 500 volts, 60 
ma (same as 10), Negative Grid Bias volts 30 (10 is 135), Max Grid Current 20 ma 
(10 is 15 ma), Grid Driving Power 2 watts (10 is 3), Amplification Factor 30 (10 
is 8), Grid Leak 5000 ohms (10 is 10000). The AES price on an 841 is $38.85, but 
it is currently out of stock. 

> 

> The 801A (VT-62) is also a good, plug-in replacement for the 10 if you happen to 
have one. Its 1935 ratings are: Nominal RF Output 25 watts, Safe Plate 
Dissipation 20 watts, Filament 7.5 volts, 1.25 amps, Max Plate 600 volts, 65 ma, 
Grid Bias 150 volts, max grid current 15 ma, Grid driving power 4.5 watts, 
Amplification Factor 8, Grid Leak 10000 ohms. AES wants $129.05 for one and they 
are currently out of stock. 

> 

> Finally, AES lists the 45 (VT-45 or VT-52) at $104.55 and the 245 (VT-52) at 
$110.19. They are both in stock. 

> 

> I've purchased a lot of stuff from AES over they years, and I've always found 
them to be a reliable and trustworthy supplier. 

> 

> I just found another supplier offering tubes at http://www.vacuumtubes.net . I 
have no purchasing experience with them, but their prices are interesting. they 
include the following: 10, VT-25 $50; 45 SPL, VT-52 $210; 45 ST shape (audio) new 
$85, used $45; 59 $15; 12B4A $5; 801 $75; 841 $29. 


> 

> Personally I am very lucky. I have a pair of VT-25s doing service in my 1929- 

style MOPA and an RCA UX-210 in my 1929-style Hartley. I also have an 801A in my 
stock that I sometimes use in the Hartley when it's not running in the AWA Bruce 

Kelly Contests. 


73, 


Jim Hanlon, W8KGI 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 


VV VV VV VV V 


From w7qho at aol.com Mon Jan 26 20:38:31 2015 

From: w7qho at aol.com (Dennis DuVall11) 

Date: Mon, 26 Jan 2015 17:38:31 -0800 

Subject: [BoatAnchors] "Replacements" for VT-25 (10) and VT-52 (45) 
In-Reply-To: <20150126223856.GC5CJ.217372.root@cdptpa-web02> 
References: <20150126223856.GC5CJ.217372.root@cdptpa-web02> 
Message-ID: <F5EB9ECB-5048 -4FCD-9507-93D54CF983DE@aol . com> 


Hay guys, I see VT-25s on the e-place at reasonable prices provided one avoids the 
WE labeled units. 


KKKKKKKKKKKKKKKKKKK 


From vilgotch at bigpond.net.au Tue Jan 27 05:31:40 2015 
From: vilgotch at bigpond.net.au (Morris Odell) 

Date: Tue, 27 Jan 2015 21:31:40 +1100 

Subject: [BoatAnchors] tuning indicator tube help 
Message-ID: <000001d03a1c$7043ef20$50cbcd60$@bigpond.net.au> 


Hi all, 
I need help identifying a tuning indicator tube that came my way. 


It has an octal base, GT type straight sided envelope and the internal 
structure looks like a dual sensitivity type with 2 triode assemblies of 
different size. I thought it might be a 6CD7/EM34 but it's not. The heater 
is brought out to pins 1 and 8 instead of 2 and 7, and it needs more than 
6.3V, more like 12.6V to get it to a typical tube glow. 


Any ideas? 


73 de Morris VK3DIC 


From rbsingl at ilstu.edu Tue Jan 27 08:25:43 2015 

From: rbsingl at ilstu.edu (Singley, Rodger) 

Date: Tue, 27 Jan 2015 13:25:43 +0000 

Subject: [BoatAnchors] tuning indicator tube help 

In-Reply-To: <000001d03a1c$7043ef20$50cbcd60$@bigpond.net.au> 

References: <000001d03a1c$7043e£20$50cbcd60$@bigpond.net.au> 

Message-ID: <QDEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 


Morris, 


Here is a link to a website with the base diagrams of magic eye tubes in a nice 
little table, it should help you identify the mystery tube: http:// 
www.magiceyetubes.com/ 


Rodger WQ9E 


Dr. Rodger B. Singley 
Professor of Marketing 


Soe Original Message----- 

From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf Of Morris 
Odell via BoatAnchors 

Sent: Tuesday, January 27, 2015 4:32 AM 

To: Boatanchors list 

Subject: [BoatAnchors] tuning indicator tube help 


From jerry7proc at yahoo.com Tue Jan 27 11:30:15 2015 

From: jerry7proc at yahoo.com (Jerry Proc) 

Date: Tue, 27 Jan 2015 16:30:15 +0000 (UTC) 

Subject: [BoatAnchors] tuning indicator tube help 

In-Reply-To: <QDEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 
References: <ODEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 
Message-ID: <1795044271.770159 .1422376215645. JavaMail. yahoo@mail.yahoo.com> 


Since we are on the topic of magic eye tubes, does anyone know of any technique 
which might reviie the target phosphor in this defective 6G5 tube which I have on 
hand.Since these tubes are become scarce, I;m willing to try anything before 
pitching it in the garbage, 

BTW< I tried "cooking" the 6.3 volt filament at 12.6 volts for about 6 hours but 


it didn't change a thing. ??-- 
Regards, 
Jerry Proc 
E-mail: jerry7proc at yahoo.com 
From: "Singley, Rodger via BoatAnchors" <boatanchors at theporch.com> 
To: Morris Odell <vilgotch at bigpond.net.au>; Boatanchors list <boatanchors at 
minime.theporch. com> 
Sent: Tuesday, January 27, 2015 8:25 AM 
Subject: Re: [BoatAnchors] tuning indicator tube help 


Morris, 


Here is a link to a website with the base diagrams of magic eye tubes in a nice 
little table, it should help you identify the mystery tube:? http:// 
www.magiceyetubes.com/ 


Rodger WQ9E 


Dr. Rodger B. Singley 
Professor of Marketing 


Ss Original Message----- 

From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf Of Morris 
Odell via BoatAnchors 

Sent: Tuesday, January 27, 2015 4:32 AM 

To: Boatanchors list 

Subject: [BoatAnchors] tuning indicator tube help 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 


From spr at earthlink.net Tue Jan 27 11:56:04 2015 

From: spr at earthlink.net (Scott Robinson) 

Date: Tue, 27 Jan 2015 08:56:04 -0800 

Subject: [BoatAnchors] tuning indicator tube help 
In-Reply-To: <000001d03a1c$7043ef20$50cbcd60$@bigpond.net.au> 
References: <000001d03a1c$7043e£20$50cbcd60$@bigpond.net.au> 
Message-ID: <54C7C324.6040105@earthlink.net> 


Hi Morris, 


Maybe a Russian tube? I don't recognize it as 'Merkan with hater on pins 
1 and 8. 


Peace, 
Scott 


On 1/27/15 2:31 AM, Morris Odell via BoatAnchors wrote: 
Hi all, 


I need help identifying a tuning indicator tube that came my way. 


It has an octal base, GT type straight sided envelope and the internal 
structure looks like a dual sensitivity type with 2 triode assemblies of 
different size. I thought it might be a 6CD7/EM34 but it's not. The heater 
is brought out to pins 1 and 8 instead of 2 and 7, and it needs more than 
6.3V, more like 12.6V to get it to a typical tube glow. 


Any ideas? 


73 de Morris VK3DIC 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 
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From spr at earthlink.net Tue Jan 27 12:09:53 2015 

From: spr at earthlink.net (Scott Robinson) 

Date: Tue, 27 Jan 2015 09:09:53 -0800 

Subject: [BoatAnchors] tuning indicator tube help 

In-Reply-To: <1795044271.770159 .1422376215645. JavaMail. yahoo@mail.yahoo.com> 
References: <QDEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 
<1795044271.770159 .1422376215645. JavaMail. yahoo@mail.yahoo.com> 

Message-ID: <54C7C661.9020100@earthlink.net> 


Hi Jerry, 


I have read of a method that raised the target B+ voltage. The wear 
mechanism isn't the cathode emission, it's degradation in the target 
phosphor. Go for it, the tube isn't useful if it's too dim to see 
anyway. B+ from before the speaker field (if it's that kind of radio) is 
an easy place to find B+ about 100V higher than the rest of the radio. 


I think this is due to temperature, and as proof I offer the EM87 style 


of tuning eye, the kind with a fat line with a variable gap in the 
middle. The phosphor is painted on the inside of the glass and so can 
exchange heat directly to the air outside the tube. They seem to stay 
bright a lot longer. 


Regards, 


Scott 


On 1/27/15 8:30 AM, Jerry Proc via BoatAnchors wrote: 

> Since we are on the topic of magic eye tubes, does anyone know of any technique 
which might reviie the target phosphor in this defective 6G5 tube which I have on 
hand.Since these tubes are become scarce, I;m willing to try anything before 
pitching it in the garbage, 

> BTW< I tried "cooking" the 6.3 volt filament at 12.6 volts for about 6 hours but 
it didn't change a thing. -- 

> Regards, 

> Jerry Proc 

> E-mail: jerry7proc at yahoo.com 

> From: "Singley, Rodger via BoatAnchors" <boatanchors at theporch.com> 

> To: Morris Odell <vilgotch at bigpond.net.au>; Boatanchors list <boatanchors 
at minime.theporch. com> 

> Sent: Tuesday, January 27, 2015 8:25 AM 

> Subject: Re: [BoatAnchors] tuning indicator tube help 

> 

> 


Morris, 
> 
> Here is a link to a website with the base diagrams of magic eye tubes in a nice 
little table, it should help you identify the mystery tube: http:// 
www.magiceyetubes.com/ 


> 
> Rodger WQ9E 

> 

> Dr. Rodger B. Singley 

> Professor of Marketing 

> 

S feess Original Message----- 


> From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf Of 
Morris Odell via BoatAnchors 

> Sent: Tuesday, January 27, 2015 4:32 AM 

> To: Boatanchors list 

> Subject: [BoatAnchors] tuning indicator tube help 

> 


VvVWV 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 
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From ark at ar88.net Tue Jan 27 12:36:47 2015 

From: ark at ar88.net (Al Klase) 

Date: Tue, 27 Jan 2015 12:36:47 -0500 

Subject: [BoatAnchors] tuning indicator tube help 
In-Reply-To: <000001d03a1c$7043ef20$50cbcd60$@bigpond.net.au> 
References: <000001d03a1c$7043ef20$50cbcd60$@bigpond.net.au> 
Message-ID: <54C7CCAF .3050508@ar88.net> 


Morris, 

Gallery of eyetubes here: http://www.sm5cbw.se/tubes/eyes.htm 
Might help a little. 

Al 

Al Klase ? N3FRQ 

Jersey City, NJ 


http: //www.skywaves.ar88.net/ 


On 1/27/2015 5:31 AM, Morris Odell via BoatAnchors wrote: 
Hi all, 


> 
> 
> I need help identifying a tuning indicator tube that came my way. 

> 

> It has an octal base, GT type straight sided envelope and the internal 

> structure looks like a dual sensitivity type with 2 triode assemblies of 

> different size. I thought it might be a 6CD7/EM34 but it's not. The heater 
> is brought out to pins 1 and 8 instead of 2 and 7, and it needs more than 
> 6.3V, more like 12.6V to get it to a typical tube glow. 

> 
> 
> 
> 


Any ideas? 


73 de Morris VK3DIC 


> BoatAnchors mailing list 
> BoatAnchors at theporch.com 
> https://minime.theporch.com/mailman/listinfo/boatanchors 


From john.shriver at gmail.com Tue Jan 27 08:46:32 2015 

From: john.shriver at gmail.com (John Shriver) 

Date: Tue, 27 Jan 2015 08:46:32 -0500 

Subject: [BoatAnchors] tuning indicator tube help 

In-Reply-To: <QDEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 
References: <000001d03a1c$7043e£20$50cbcd60$@bigpond.net.au> 
<ODEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 

Message-ID: <5B15E861-B2A4-4CDE-90FF-1606287ECFBC@gmail .com> 


From that page, sounds like UM4 or UM35. Similar tubes, UM4 being a Philips 
design, UM35 being a Telefunken design. 


12.6 V filament for 100 mA series string. 


On Jan 27, 2015, at 8:25 AM, "Singley, Rodger via BoatAnchors" <boatanchors at 
theporch.com> wrote: 


> Morris, 

> 

> Here is a link to a website with the base diagrams of magic eye tubes in a nice 
little table, it should help you identify the mystery tube: http:// 
www.magiceyetubes.com/ 


From arc5 at ix.netcom.com Tue Jan 27 20:35:11 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Tue, 27 Jan 2015 19:35:11 -0600 

Subject: [BoatAnchors] "Replacements" for VT-25 (10) and VT-52 (45) 
In-Reply-To: <BLU184-W606ACAA8D40342D0FOF8E8A0350@phx . gb1> 
References: <BLU184-W606ACAA8D40342D0FOF8E8A0350@phx. gb1> 
Message-ID: <89586602723142028B38F4E179104330@DaddyPC> 


>Subject: [BoatAnchors] "Replacements" for VT-25 (10) and VT-52 
>(45) 

> If I were looking for a more modern tube to use instead of a 10 
> or a 45 in my OT transmitter, 


Seen this a few times over the years and need 
to gently remind: 


A VT-52 is NOT a 45, 245, 345 etc. 

It is a "45 Special," meaning a 45 with a 7.5 Volt filament. 
45 has a 2.5 Volt filament. 

Plugged into a VT-52 socket, a 45 will die a sudden 

and tragic death, leading to bitter tears and swearing. 


The cost of a non-WE VT-25 with shipping from Ebay- 

the cheapest ones I've found- averages about $40. 

Two will go you $80. The VT-52s are more. A lot more. 
The cheaper pairs will go you around $110 with shipping if 
you catch them "right." 

801s are weaker tubes with less output for the same money. 


That's going on $200 to re-tube what is a QRP transmitter. 
And that's why most of them have sat on the shelf or 
in boxes in the attic or garage for 50 years. 


The whole point of my experiments with them is to 

get them "tubed" cheaply and remove the excuses for 

leaving what is really an excellent, fun radio in a dusty box 
until one's heirs toss it in the recyle bin. Most of them may 
already have gone for beer cans. 

So the original tubes or any others equally scarce 

or expensive are "outside the line of inquiry." 


73 OM DE Dave AB5S 


From john.shriver at gmail.com Tue Jan 27 20:17:12 2015 

From: john.shriver at gmail.com (John Shriver) 

Date: Tue, 27 Jan 2015 20:17:12 -0500 

Subject: [BoatAnchors] tuning indicator tube help 

In-Reply-To: <54C7C661.9020100@earthlink.net> 

References: <QDEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 
<1795044271.770159 .1422376215645. JavaMail. yahoo@mail.yahoo.com> 
<54C7C661.9020100@earthlink.net> 

Message-ID: <78E39A88-EF04-4932-B7A1-3E73B1F9EB94@gmail .com> 


There's an interesting article on this in the November 2012 issue of Radio Age, 
The Vintage Radio Journal of the Mid-Atlantic Antique Radio Club. 


It's a combination of a DC-DC convertor to boost the B+ voltage, and a transistor 
to provide positive feedback on the triode section to increase the gain, as the 


sensitivity of the display section falls with the higher B+ voltage. 


This is more or less the same material online: 


http://www. radiomuseum. org/forum/lighting_up_dark_eye_tubes.html 


On Jan 27, 2015, at 12:09 PM, Scott Robinson via BoatAnchors <boatanchors at 
theporch.com> wrote: 


> Hi Jerry, 

> 

> I have read of a method that raised the target B+ voltage. The wear mechanism 

isn't the cathode emission, it's degradation in the target phosphor. Go for it, 
the tube isn't useful if it's too dim to see anyway. B+ from before the speaker 

field (if it's that kind of radio) is an easy place to find B+ about 100V higher 
than the rest of the radio. 

> 

> Regards, 

> 

> Scott 

> 


From wbQeq at yahoo.com Tue Jan 27 23:19:09 2015 

From: wbQeq at yahoo.com (John Sehring) 

Date: Wed, 28 Jan 2015 04:19:09 +0000 (UTC) 

Subject: [BoatAnchors] Impressive Shack 

Message-ID: <526721740.1594903 .1422418749961. JavaMail. yahoo@mail. yahoo. com> 


My friend John VE6XI, who has a quonset hut full of BA's and I have tried to 
figure out when collecting turns into hoarding. 


Best we can do is two of something is still healthy & under control. Three is on 
the safe border but be careful. Beyond that is, well, hopeless. I mean we 
decided, what's a bloke to do with a dozen BC-221's? 


John is famous for, among things, his "six pack" of R-390's all in one rack. The 
rack needed beefing up hold 600 lb.! Pix used to be on Western Historic Radio 
Museum I recall. 


==John VE6EQR 


From dave at horsfall.org Tue Jan 27 23:46:22 2015 

From: dave at horsfall.org (Dave Horsfall) 

Date: Wed, 28 Jan 2015 15:46:22 +1100 (EST) 

Subject: [BoatAnchors] tuning indicator tube help 

In-Reply-To: <78E39A88-EF04-4932-B7A1-3E73B1F9EB94@gmail .com> 

References: <ODEBF1C8D8437248BE53CD4213B89BD322FDOCD4@ISUEMBX02.ad.ilstu.edu> 


<1795044271.770159 .1422376215645. JavaMail .yahoo@mail. yahoo. com> 
<54C7C661.9020100@earthlink.net> 

<78E39A88 - EF04 -4932-B7A1-3E73B1F9EB94@gmail .com> 

Message-ID: <alpine.BSF.2.11.1501281530380.46718@aneurin.horsfall.org> 


Y'know, aS a wee mite I was fascinated by the "magic eye" on my parents' 
radiograms; my father (an electronics technician in the RAF) did his best 
to explain it to me, a mere 8- or 10-yo. 


Thus the seed was planted, over 50 years ago... 


Dave Horsfall DTM (VK2KFU) "Bliss is a MacBook with a FreeBSD server." 
http: //www.horsfall.org/spam.html (and check the home page whilst you're there) 


From vilgotch at bigpond.net.au Wed Jan 28 00:50:14 2015 

From: vilgotch at bigpond.net.au (Morris Odell) 

Date: Wed, 28 Jan 2015 16:50:14 +1100 

Subject: [BoatAnchors] Impressive Shack 

In-Reply-To: <526721740.1594903 .1422418749961. JavaMail. yahoo@mail.yahoo.com> 
References: <526721740.1594903 .1422418749961. JavaMail .yahoo@mail.yahoo.com> 
Message-ID: <000a01d03abe$49b74850$dd25d8f0$@bigpond.net.au> 


> My friend John VE6XI, who has a quonset hut full of BA's and I have tried 
to figure out when collecting turns into hoarding. 


When you have a track among piles of Boatanchors from the door to your 
kitchen/bedroom/ shack then it's hoarding. 


The end stage is "Diogenes Syndrome" (see Google)........ 


Morris 


From vilgotch at bigpond.net.au Wed Jan 28 00:47:00 2015 
From: vilgotch at bigpond.net.au (Morris Odell) 

Date: Wed, 28 Jan 2015 16:47:00 +1100 

Subject: [BoatAnchors] tuning indicator tube help 
Message-ID: <000901d03abd$d614ed30$823ec790$@bigpond.net.au> 


Thanks to everyone who made suggestions about the tube. Those weblinks were 
very helpful indeed. I'm pretty sure it's a UM4 but unfortunately it's as 
dead as a dodo. Looking at it carefully there are shadows burnt into the 
target which suggests a long and exhausting life before it came to me. 


One for the big radio in the sky... 


Morris 


From wb3fau55 at neo.rr.com Wed Jan 28 07:37:04 2015 

From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 

Date: Wed, 28 Jan 2015 7:37:04 -0500 

Subject: [BoatAnchors] Impressive Shack 

In-Reply-To: <526721740.1594903 .1422418749961. JavaMail. yahoo@mail.yahoo.com> 
Message-ID: <20150128123705 .2UWNR. 248726. root@cdptpa-web02> 


Hey John, get some pictures and send them here, it will be fun to talk about! 
Russ. 

---- John Sehring via BoatAnchors <boatanchors at theporch.com> wrote: 

> My friend John VE6XI, who has a quonset hut full of BA's and I have tried to 
figure out when collecting turns into hoarding. 

> 

> 

> Best we can do is two of something is still healthy & under control. Three is 
on the safe border but be careful. Beyond that is, well, hopeless. I mean we 
decided, what's a bloke to do with a dozen BC-221's? 

> 

> 

> John is famous for, among things, his "six pack" of R-390's all in one rack. 
The rack needed beefing up hold 600 lb.! Pix used to be on Western Historic Radio 
Museum I recall. 

> 

==John VE6EQR 

BoatAnchors mailing list 

BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 
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From wb3fau55 at neo.rr.com Wed Jan 28 07:43:12 2015 

From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 

Date: Wed, 28 Jan 2015 7:43:12 -0500 

Subject: [BoatAnchors] R-390A hoarding 

Message-ID: <20150128124312.XZVCJ.248798.root@cdptpa-web02> 


These rigs have a habit of showing up in large amounts. I know at least a few 
guys who have 6 or more. A friend bought 30 of them at an estate sale. I have 
4 R390As and 2 R390s and others. I have a receiver addiction, but these are 
fun to work on. 73s Russ. 


From spr at earthlink.net Wed Jan 28 12:08:30 2015 

From: spr at earthlink.net (Scott Robinson) 

Date: Wed, 28 Jan 2015 09:08:30 -0800 

Subject: [BoatAnchors] R-390A hoarding 

In-Reply-To: <20150128124312.XZVCJ.248798.root@cdptpa-web02> 
References: <20150128124312.XZVCJ.248798.root@cdptpa-web02> 
Message-ID: <54C9178E.30001@earthlink.net> 


Mind your back... 
/scott 


On 1/28/15 4:43 AM, Russ Dworakowski WB3FAU via BoatAnchors wrote: 


> These rigs have a habit of showing up in large amounts. I know at least a few 
guys who have 6 or more. A friend bought 30 of them at an estate sale. I have 


4 R390As and 2 R390s and others. I have a receiver addiction, but these 
fun to work on. 73s Russ. 

es fate i ee ee a ee eR 
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From wa5jci at flash.net Wed Jan 28 14:08:36 2015 

From: wa5jci at flash.net (Spencer Petri) 

Date: Wed, 28 Jan 2015 13:08:36 -0600 

Subject: [BoatAnchors] R-390A hoarding 

In-Reply-To: <20150128124312.XZVCJ.248798.root@cdptpa-web02> 
References: <20150128124312.XZVCJ.248798.root@cdptpa-web02> 

Message-ID: <224593.30950.bm@smtp118.sbc.mail.ne1.yahoo.com> 


At 06:43 AM 1/28/2015, Russ Dworakowski WB3FAU via BoatAnchors wrote: 
>These rigs have a habit of showing up in large amounts. I know at 
>least a few guys who have 6 or more. A friend bought 30 of them 
>at an estate sale. I have 4 R390As and 2 

>R390s and others. I have a receiver addiction, but these are 
>fun to work on. 73s Russ 


I wouldn't exactly call it hoarding but I have at least 6 of them 
with a couple being pretty rare. There is one that has the dial flap 
and original meter radiation stickers. When I went to school at 
Keesler AFB in 1961 one block was on the R390A and I still have the 
schematic package used there. 


de Pete WA5IJCI 


are 


From wb3fau55 at neo.rr.com Wed Jan 28 17:50:46 2015 

From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 

Date: Wed, 28 Jan 2015 17:50:46 -0500 

Subject: [BoatAnchors] R-390A hoarding 

In-Reply-To: <224593.30950.bm@smtp118.sbc.mail.ne1.yahoo.com> 
Message-ID: <20150128225046.F8X11.262933.root@cdptpa-web02> 


Cool specials- one of mine has a Bournes' counter in place of the BFO knob, I 


heard these were used by the CIA RTTY use? 73s Russ. 

---- Spencer Petri <wa5jci at flash.net> wrote: 

At 06:43 AM 1/28/2015, Russ Dworakowski WB3FAU via BoatAnchors wrote: 
>These rigs have a habit of showing up in large amounts. I know at 
>least a few guys who have 6 or more. A friend bought 30 of them 
>at an estate sale. I have 4 R390As and 2 

>R390s and others. I have a receiver addiction, but these are 
>fun to work on. 73s Russ 


I wouldn't exactly call it hoarding but I have at least 6 of them 
with a couple being pretty rare. There is one that has the dial flap 
and original meter radiation stickers. When I went to school at 
Keesler AFB in 1961 one block was on the R390A and I still have the 
schematic package used there. 


de Pete WA5IJCI 


VV VV VV VV VV VV VV VV VOM 


From wb3fau55 at neo.rr.com Wed Jan 28 17:47:51 2015 

From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 

Date: Wed, 28 Jan 2015 17:47:51 -0500 

Subject: [BoatAnchors] R-390A hoarding 

In-Reply-To: <54C9178E.30001@earthlink.net> 

Message-ID: <20150128224751 .DBPQ6. 262856. root@cdptpa-web02> 


Easy to do, just pull the power supply, a lot lighter now...Russ. 

---- Scott Robinson via BoatAnchors <boatanchors at theporch.com> wrote: 
> Mind your back... 

> 

> /scott 


> 

> On 1/28/15 4:43 AM, Russ Dworakowski WB3FAU via BoatAnchors wrote: 

> > These rigs have a habit of showing up in large amounts. I know at least a 
few guys who have 6 or more. A friend bought 30 of them at an estate sale. I 
have 4 R390As and 2 R390s and others. I have a receiver addiction, but these 
are fun to work on. 73s Russ. 
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From smithab11 at comcast.net Thu Jan 29 15:30:34 2015 

From: smithab11 at comcast.net (B. Smith) 

Date: Thu, 29 Jan 2015 15:30:34 -0500 

Subject: [BoatAnchors] RCA AVR-20 Aircraft Receiver Brochure Needed 
Message-ID: <54CA986A.5040004@comcast.net> 


Wanted: A scan or if possible an original copy of the RCA AVR-20 
Aircraft Receiver brochure. These were usually published as a 4 page 
document. I have the technical manual and service information but need 
the "sales" brochure. A loan of the brochure would help and it would be 
returned as soon as I scanned it. 

A cover page photo and other info: 


http: //k4che.com/RCAAVR20/AVR20p1.htm 


73 k4che 


From wwatson5 at sbcglobal.net Sat Jan 31 01:17:29 2015 

From: wwatson5 at sbcglobal.net (William Watson) 

Date: Fri, 30 Jan 2015 22:17:29 -0800 

Subject: [BoatAnchors] Two things: (1) WRL Globe Champion 300A (2) BC-799 
powerf supply 

Message-ID: <1422685049 .63365.YahooMailNeo@web181204.mail.ne1.yahoo.com> 


(1) WRL Globe Champion 300A --I just acquired one of these in pretty decent 
condition--definitely restorable. 

Anyone interested in it? I 
live in the Oklahoma City area. I fear I have too many 

projects queued up to ever 


get around to it. 


(2) BC-799 power supply---I am looking for one of these in any condition. 
Thanks. 


Joe 
W5WBR 


From arc5 at ix.netcom.com Sat Jan 31 17:49:20 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 31 Jan 2015 16:49:20 -0600 

Subject: [BoatAnchors] Calling Smart People: Class D Transmitter 
Message-ID: <CE521972BB054FC4A81131DE6AD61C56@DaddyPC> 


Yes, this is boatanchor related. I promise. 


Hello Smarter-Than-Me-People: 
Take a look at this Class D 630 Meter transmitter: 


http: //njdtechnologies.net/wp-content/uploads/2014/08/Schematic-for-25-watt. jpg 
If I scale all the parts at RF in the Drain circuit 
by matching reactances (assuming IR factors are not 


material), can I make this transmitter work on 40 Meters? 


Thanks, 
Dave S. 


